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QUALITY PRODUCTS – COAST TO COAST
 FIBERGLASS GRATING & STRUCTURAL SYSTEMSSeasafe is a manufacturer of molded and pultruded fiberglass reinforced plastic (FRP) products. These include grating, stair treads, floor plates, covered grating, handrails, ladders, cable tray, fiberglass struts and structural shapes. All are available through a network of stocking distributors and representatives. Founded in 1978, Seasafe has become North America’s most prominent custom fabricator of fiberglass structural platform and walkway systems.
 Seasafe was acquired by Alabama Metals Industries Corporation (AMICO) in 1998 providing Seasafe a full line of complementary metal products including bar grating, safety grating, and expanded metal and perforated metal.
 BAR GRATINGAMICO has nearly 100 years of bar grating manufacturing and fabrication experience. AMICO produces a full range of welded, press-locked, swaged, and heavy-duty grating in a variety of metals including carbon steel, stainless steel, and aluminum. AMICO and Seasafe offer a full range of fabrication services including estimating, design, engineering, and project management. Fabrication of FRP and metal grating can be provided from any of our 8 locations in the U.S. and Canada.
 SAFETY GRATINGAMICO has over 30 years of experience in the manufacturing and fabrication of a full line of safety grating, including plank grating, stair treads, tread flooring, and ladder rungs, available in carbon steel, stainless steel, and aluminum.
 EXPANDED METALSAMICO has been manufacturing and fabricating expanded metal for over 50 years. We make a full range of conventional meshes including expanded grating, architectural, and decorative in a wide range of metals including carbon steel, stainless steel, aluminum, copper, titanium, brass, and other non-ferrous metals.
 PERFORATED METALSAMICO-Diamond Perforating has grown since 1956 to become one of the largest full line manufacturers and distributors of perforated metals in the United States. With manufacturing and stocking in Visalia, CA, and stocking at AMICO in Fontana, CA, Diamond services the market through one of the most advanced perforated manufacturing facilities in North America.
 ALABAMA METAL INDUSTRIES CORPORATION3245 Fayette Avenue • Birmingham, Alabama 35208
 Toll Free: 800-366-2642 • Fax: 205-780-7838www.amico-online.com
 SEASAFE, INC.209 Glaser Drive • Lafayette, Louisiana 70508Toll Free: 800-326-8842 • Fax: 337-406-8880
 www.seasafe.com
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 GatorGrate molded fiberglass grating is a one-piece, reinforced polyester or vinylester (FRP) grating, available in standard panels and sizes. It is manufactured by interweaving continuous, thoroughly wetted, fiberglass strand with thermosetting resin systems. Standard panels are available in three resin systems, two top surface con-figurations, four panel sizes and five standard grid patterns. Typical applications include floor systems, walkways, work platforms, stairs, ramps, trench covers and catwalks. GatorGrate has been successfully used in many industries—including oil/gas, mining/smelting/refining, food processing, beverage, chemical processing, water and wastewa-ter treatment, metal finishing, pulp/paper, transportation, pharmaceutical and textile.
 Specification writing assistance is available at www.seasafe.com.
 Standard Resin Systems Standard GatorGrate resin systems are made from premium grade resins. The three standard resin systems are:
 PFR – Polyester resin system with Class 1 fire retardancy, per ASTM E-84. Moderate corrosion resistance. Meets USDA standards for incidental food contact. Available in green, yellow, dark gray and light gray.
 IFR Plus – Premium grade Isophthalic Polyester resin system with Class 1 fire retardancy per ASTM E-84. Excellent corrosion resis-tance. Meets USDA standards for incidental food contact. Available in green, yellow, dark gray and light gray.
 VFR – Vinyl Ester resin system with Class 1 fire retardancy, per ASTM E-84. For maximum corrosion resistance in Seasafe’s standard resin systems, specify VFR. Available in orange and dark gray.
 (Other resin systems and colors are available on special order. All GatorGrate resin systems incorporate and ultraviolet (UV) inhibitor.)
 GatorGrateTM Open Molded Grating
 Standard Grid Dimensions
 Product # Dimensions Weight
 RM-1410 4’ wide x 12’ long 170 lbs.
 RM-1615 4’ wide x 12’ long 218 lbs.
 GG-1510 3’ wide x 10’ long 91 lbs. 4’ wide x 12’ long 140 lbs.
 GG-1515 3’ wide x 10’ long 124 lbs. 4’ wide x 8’ long 131 lbs. 4’ wide x 12’ long 193 lbs. 5’ wide x 10’ long 203 lbs.
 GG-2020 4’ wide x 12’ long 205 lbs.
 Custom sizes and grids are available upon request.
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 GatorGrateTM Open Molded Grating
 GatorPlateTM and Covered Molded Grating
 GatorPlate floor plate is perfect for fixing slippery spots or large slippery areas. The anti-slip surface helps reduce slips and falls even when hazardous liquids are present. Seasafe grating is available with GatorPlate attached to the top for a smooth walk-ing surface. Covered grating is used for odor control, as well as for elevated walkways to insure that nothing drops thru the walkway onto the surface below.
 NOTE: Covered molded grating has a varying degree of “out-of-flat.” In most applications, this condition will require correction with hold down hardware.
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 Welded Steel Welded Steel bar grating is resistance welded to create a rugged, one-piece constructed panel. The bearing bars are automatically resistance welded at the contact point with the cross bars and, under a combination of high heat and pressure, are fused together to form a permanent joint. The cross bars provide a high degree of rigidity, yet retain a smooth flat surface for free and easy walking.
 Stainless Steel Stainless Steel bar grating is available in welded bar grating, riveted bar grating, swage-locked and press-locked bar grating. Specify S, RS, SR/SI and SP. Heavy-duty welded bar gratings and Riv-Dexteel® can also be manufactured from stainless steel. Specify HS, RSL and RSH.
 Aluminum Swage-Locked I-bar grating is the most widely used and provides the strength equal to a rectangular bar of the same depth, but at far less weight and cost. The I-bars are permanently locked to the cross rods (positioned every 2” or 4”) by a swaging process.
 Standard Stock Sizes:
 2’ and 3’ widths
 20’ and 24’ lengths
 Custom sizes are available upon request.
 Steel and Aluminum Bar Grating
 15
 355 227 158 116 89 700.099 0.155 0.223 0.304 0.397 0.503
 355 284 237 203 178 1580.079 0.124 0.179 0.243 0.318 0.402
 533 341 237 174 133 1050.099 0.155 0.223 0.304 0.397 0.503
 533 426 355 305 266 2370.079 0.124 0.179 0.243 0.318 0.402
 632 404 281 206 158 125 101 840.074 0.116 0.168 0.228 0.298 0.377 0.466 0.563
 632 505 421 361 316 281 253 2300.060 0.093 0.134 0.182 0.238 0.302 0.372 0.451
 947 606 421 309 237 187 152 1250.074 0.116 0.168 0.228 0.298 0.377 0.466 0.563
 947 758 632 541 474 421 379 3440.060 0.093 0.134 0.182 0.238 0.302 0.372 0.451
 987 632 439 322 247 195 158 130 110 93 810.060 0.093 0.134 0.182 0.238 0.302 0.372 0.451 0.536 0.629 0.730
 987 789 658 564 493 439 395 359 329 304 2820.048 0.074 0.107 0.146 0.191 0.241 0.298 0.360 0.429 0.504 0.5841480 947 658 483 370 292 237 196 164 140 1210.060 0.093 0.134 0.182 0.238 0.302 0.372 0.451 0.536 0.629 0.7301480 1184 987 846 740 658 592 538 493 455 4230.048 0.074 0.107 0.146 0.191 0.241 0.298 0.360 0.429 0.504 0.5841421 909 632 464 355 281 227 188 158 135 116 89 700.050 0.078 0.112 0.152 0.199 0.251 0.310 0.376 0.447 0.524 0.608 0.794 1.0061421 1137 947 812 711 632 568 517 474 437 406 355 3160.040 0.062 0.089 0.122 0.159 0.201 0.248 0.300 0.358 0.420 0.487 0.636 0.8042132 1364 947 696 533 421 341 282 237 202 174 133 1050.050 0.078 0.112 0.152 0.199 0.251 0.310 0.376 0.447 0.524 0.608 0.794 1.0062132 1705 1421 1218 1066 947 853 775 711 656 609 533 4740.040 0.062 0.089 0.122 0.159 0.201 0.248 0.300 0.358 0.420 0.487 0.636 0.8042901 1857 1289 947 725 573 464 384 322 275 237 181 1430.043 0.067 0.096 0.130 0.170 0.215 0.266 0.322 0.383 0.450 0.521 0.681 0.8622901 2321 1934 1658 1451 1289 1161 1055 967 893 829 725 6450.034 0.053 0.077 0.104 0.136 0.172 0.213 0.257 0.306 0.360 0.417 0.545 0.6893789 2425 1684 1237 947 749 606 501 421 359 309 237 1870.037 0.058 0.084 0.114 0.149 0.189 0.233 0.282 0.335 0.393 0.456 0.596 0.7543789 3032 2526 2165 1895 1684 1516 1378 1263 1166 1083 947 8420.030 0.047 0.067 0.091 0.119 0.151 0.186 0.225 0.268 0.315 0.365 0.477 0.6034796 3069 2132 1566 1199 947 767 634 533 454 392 300 2370.033 0.052 0.074 0.101 0.132 0.168 0.207 0.250 0.298 0.350 0.406 0.530 0.6704796 3837 3197 2741 2398 2132 1918 1744 1599 1476 1370 1199 10660.026 0.041 0.060 0.081 0.106 0.134 0.166 0.200 0.238 0.280 0.324 0.424 0.5365921 3789 2632 1933 1480 1170 947 783 658 561 483 370 2920.030 0.047 0.067 0.091 0.119 0.151 0.186 0.225 0.268 0.315 0.365 0.477 0.6035921 4737 3947 3383 2961 2632 2368 2153 1974 1822 1692 1480 13160.024 0.037 0.054 0.073 0.095 0.121 0.149 0.180 0.215 0.252 0.292 0.381 0.483
 19-W-4
 19-P-419-P-219-W-4
 19-P-419-P-219-W-419-W-219-P-419-P-219-W-419-W-219-P-419-P-219-W-419-W-219-P-419-P-219-W-419-W-219-P-419-P-219-W-419-W-219-P-419-P-219-W-419-W-219-P-419-P-219-W-419-W-219-P-419-P-219-W-419-W-219-P-419-P-219-W-419-W-219-P-419-P-219-W-419-W-219-P-419-P-2
 24" 30" 36" 42" 48" 54"
 96" 108"
 72" 78" 84"
 60" 66"
 Approx. Sec. ModBar Symbol Weight Per Ft.Size psf Of Width
 3/4" x 1/8"
 3/4" x 3/16"
 1" x 1/8"
 1" x 3/16"
 1-1/4" x 1/8"
 1-1/4" x 3/16"
 1-1/2" x 1/8"
 1-1/2" x 3/16"
 1-3/4" x 3/16"
 2" x 3/16"
 2-1/4" x 3/16"
 2-1/2" x 3/16"
 0.118
 0.178
 0.211
 0.316
 0.329
 0.493
 0.474
 0.711
 0.967
 1.263
 1.599
 1.974
 SPAN (Direction of Bearing Bar)
 LOAD & DEFLECTION TABLE
 UDCDUDCDUDCDUDCDUDCDUDCDUDCDUDCDUDCDUDCDUDCDUDCD
 U = safe uniform load, psf (page 93)C = safe concentrated load, psf (page 93)D = deflection, inchesE = modulus of elasticity, 29,000,000 psiF = fiber stress, 18,000 psiMaterial: ASTM A-1011 standardDeflection: Spans and loads to the right ofthe bold line exceed 1/4" deflection for uni-form load of 100 psf which provides safepedestrian comfort. These can be exceededfor other types of loads with engineer’sapproval.
 Serrated Bars: For serrated grating, thedepth of grating required for a specifiedload is 1/4" deeper than that shown inthe table.
 W/P-19 PANEL WIDTH (inches)No. of Bars 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16
 1/8" Bar
 3/16" Bar15/16 21/2 311/16 47/8 61/16 71/4 87/16 95/8 1013/16 12 133/16 143/8 159/16 163/4 1715/16
 13/8 29/16 33/4 415/16 61/8 75/16 81/2 911/16 107/8 121/16 131/4 147/16 155/8 1613/16 18
 1/8" Bar
 3/16" Bar191/8 205/16 211/2 2211/16 237/8 251/16 261/4 277/16 285/8 2913/16 31 323/16 333/8 349/16 353/4
 193/16 203/8 219/16 223/4 2315/16 251/8 265/16 271/2 2811/16 297/8 311/16 321/4 337/16 345/8 3513/16
 No. of Bars 17 18 19 20 21 22 23 24 25 26 27 28 29 30 31
 3.9
 4.35.25.6
 6.47.85.05.55.46.37.27.88.19.56.16.66.88.18.99.5
 10.212.1
 7.27.77.99.2
 10.511.211.813.812.212.813.515.413.914.515.217.115.516.116.818.717.217.818.520.4
 Cross Rods 4" C/C
 NON-SERRATED & SERRATED NON-SERRATED & SERRATED
 19-W-4
 Cross Rods 2" C/C
 19-W-2
 Cross Bars 2" C/C
 19-P-2
 Cross Bars 4" C/C
 19-P-4
 Steel Bar Grating
 Note: P-Press-Locked cross bars typically extend 1/8" each side. W-Welded cross rodsmay extend 1/8" each side. Panel widths do not include these extensions.
 WELDED (W) 1-3/16" C/C Bearing Bars PRESS-LOCKED (P) 1-3/16" C/C Bearing Bars
 General: Loads and deflections are theoreticaland based on static loading.
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 Steel Bar Grating
 395 253 175 129 99 780.114 0.179 0.257 0.350 0.457 0.579
 395 316 263 226 197 1750.091 0.143 0.206 0.280 0.366 0.463
 592 379 263 193 148 1170.114 0.179 0.257 0.350 0.457 0.579
 592 474 395 338 296 2630.091 0.143 0.206 0.280 0.366 0.463
 702 449 312 229 175 139 112 930.086 0.134 0.193 0.263 0.343 0.434 0.536 0.648
 702 561 468 401 351 312 281 2550.069 0.107 0.154 0.210 0.274 0.347 0.429 0.5191053 674 468 344 263 208 168 1390.086 0.134 0.193 0.263 0.343 0.434 0.536 0.6481053 842 702 602 526 468 421 3830.069 0.107 0.154 0.210 0.274 0.347 0.429 0.5191096 702 487 358 274 217 175 145 122 104 900.069 0.107 0.154 0.210 0.274 0.347 0.429 0.519 0.617 0.724 0.8401096 877 731 627 548 487 439 399 365 337 3130.055 0.086 0.123 0.168 0.219 0.278 0.343 0.415 0.494 0.579 0.6721645 1053 731 537 411 325 263 217 183 156 1340.069 0.107 0.154 0.210 0.274 0.347 0.429 0.519 0.617 0.724 0.8401645 1316 1096 940 822 731 658 598 548 506 4700.055 0.086 0.123 0.168 0.219 0.278 0.343 0.415 0.494 0.579 0.6721579 1011 702 516 395 312 253 209 175 149 129 99 780.057 0.089 0.129 0.175 0.229 0.289 0.357 0.432 0.514 0.604 0.700 0.914 1.1571579 1263 1053 902 789 702 632 574 526 486 451 395 3510.046 0.071 0.103 0.140 0.183 0.231 0.286 0.346 0.411 0.483 0.560 0.731 0.9262368 1516 1053 773 592 468 379 313 263 224 193 148 1170.057 0.089 0.129 0.175 0.229 0.289 0.357 0.432 0.514 0.604 0.700 0.914 1.1572368 1895 1579 1353 1184 1053 947 861 789 729 677 592 5260.046 0.071 0.103 0.140 0.183 0.231 0.286 0.346 0.411 0.483 0.560 0.731 0.9263224 2063 1433 1053 806 637 516 426 358 305 263 201 1590.049 0.077 0.110 0.150 0.196 0.248 0.306 0.370 0.441 0.517 0.600 0.784 0.9923224 2579 2149 1842 1612 1433 1289 1172 1075 992 921 806 7160.039 0.061 0.088 0.120 0.157 0.198 0.245 0.296 0.353 0.414 0.480 0.627 0.7934211 2695 1871 1375 1053 832 674 557 468 399 344 263 2080.043 0.067 0.096 0.131 0.171 0.217 0.268 0.324 0.386 0.453 0.525 0.686 0.8684211 3368 2807 2406 2105 1871 1684 1531 1404 1296 1203 1053 9360.034 0.054 0.077 0.105 0.137 0.174 0.214 0.259 0.309 0.362 0.420 0.549 0.6945329 3411 2368 1740 1332 1053 853 705 592 505 435 333 2630.038 0.060 0.086 0.117 0.152 0.193 0.238 0.288 0.343 0.402 0.467 0.610 0.7715329 4263 3553 3045 2664 2368 2132 1938 1776 1640 1523 1332 11840.030 0.048 0.069 0.093 0.122 0.154 0.190 0.230 0.274 0.322 0.373 0.488 0.6176579 4211 2924 2148 1645 1300 1053 870 731 623 537 411 3250.034 0.054 0.077 0.105 0.137 0.174 0.214 0.259 0.309 0.362 0.420 0.549 0.6946579 5263 4386 3759 3289 2924 2632 2392 2193 2024 1880 1645 14620.027 0.043 0.062 0.084 0.110 0.139 0.171 0.207 0.247 0.290 0.336 0.439 0.555
 19-S-419-S-219-SP-419-SP219-S-419-S-219-SP-419-SP219-S-419-S-219-SP-419-SP219-S-419-S-219-SP-419-SP219-S-419-S-219-SP-419-SP219-S-419-S-219-SP-419-SP219-S-419-S-219-SP-419-SP219-S-419-S-219-SP-419-SP219-S-419-S-219-SP-419-SP219-S-419-S-219-SP-419-SP219-S-419-S-219-SP-419-SP219-S-419-S-219-SP-419-SP2
 96" 108"
 72" 78" 84"
 60" 66"
 Approx. Sec. ModBar Symbol Weight Per Ft.Size psf Of Width
 3/4" x 1/8"
 3/4" x 3/16"
 1" x 1/8"
 1" x 3/16"
 1-1/4" x 1/8"
 1-1/4" x 3/16"
 1-1/2" x 1/8"
 1-1/2" x 3/16"
 1-3/4" x 3/16"
 2" x 3/16"
 2-1/4" x 3/16"
 2-1/2" x 3/16"
 0.118
 0.178
 0.211
 0.316
 0.329
 0.493
 0.474
 0.711
 0.967
 1.263
 1.599
 1.974
 SPAN (Direction of Bearing Bar)
 UDCDUDCDUDCDUDCDUDCDUDCDUDCDUDCDUDCDUDCDUDCDUDCD
 U = safe uniform load, psf (page 93)C = safe concentrated load, psf (page 93)D = deflection, inchesE = modulus of elasticity, 28,000,000 psiF = fiber stress, 20,000 psiMaterial: ASTM A-167Deflection: Spans and loads to the right ofthe bold line exceed 1/4" deflection for uni-form load of 100 psf which provides safepedestrian comfort. These can be exceededfor other types of loads with engineer’sapproval.
 Serrated Bars: For serrated grating, thedepth of grating required for a specifiedload is 1/4" deeper than that shown inthe table.
 3.94.44.35.25.66.26.47.85.05.55.46.37.27.88.19.56.16.66.88.18.99.5
 10.212.1
 7.27.77.99.2
 10.511.211.813.812.212.813.515.413.914.515.217.115.516.116.818.717.217.818.520.4
 Cross Bars 4" C/C Cross Bars 2" C/C Cross Bars 2" C/CCross Bars 4" C/C
 19-S-4 19-S-2 19-SP-219-SP-4
 Note: For gratings with other than 1-3/16"bearing bar spacing, proportionate con-version factors apply.This table is for Alloys 304 and 316. ForAlloys 304L and 316L, F=16,500 psiand values for U, C and D should bemuliplied by .825.
 24" 30" 36" 42" 48" 54"
 S/SP-19 PANEL WIDTH (inches)No. of Bars 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16
 1/8" Bar
 3/16" Bar15/16 21/2 311/16 47/8 61/16 71/4 87/16 95/8 1013/16 12 133/16 143/8 159/16 163/4 1715/16
 13/8 29/16 33/4 415/16 61/8 75/16 81/2 911/16 107/8 121/16 131/4 147/16 155/8 1613/16 18
 1/8" Bar
 3/16" Bar191/8 205/16 211/2 2211/16 237/8 251/16 261/4 277/16 285/8 2913/16 31 323/16 333/8 349/16 353/4
 193/16 203/8 219/16 223/4 2315/16 251/8 265/16 271/2 2811/16 297/8 311/16 321/4 337/16 345/8 3513/16
 No. of Bars 17 18 19 20 21 22 23 24 25 26 27 28 29 30 31
 Note: SP-Stainless Press-Locked cross bars typically extend 1/8" each side. S-Stainless Weldedcross rods may extend 1/8" each side. Panel widths do not include these extensions.
 STAINLESS WELDED 1-3/16" C/C Bearing Bars STAINLESS PRESS-LOCKED 1-3/16" C/C Bearing Bars
 NON-SERRATED & SERRATED NON-SERRATED & SERRATED
 LOAD & DEFLECTION TABLEGeneral: Loads and deflections are theoreticaland based on static loading.
 64381j_AMICO 13_36 1/3/07 11:34 AM Page 23
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 632 404 281 206 158 1250.144 0.225 0.324 0.441 0.576 0.729
 632 505 421 361 316 2810.115 0.180 0.259 0.353 0.461 0.583
 987 632 439 322 247 195 1580.115 0.180 0.259 0.353 0.461 0.583 0.720
 987 789 658 564 493 439 3950.092 0.144 0.207 0.282 0.369 0.467 0.5761421 909 632 464 355 281 227 188
 0.096 0.150 0.216 0.294 0.384 0.486 0.600 0.7261421 1137 947 812 711 632 568 517
 0.077 0.120 0.173 0.235 0.307 0.389 0.480 0.5811934 1238 860 632 484 382 309 256 215 183
 0.082 0.129 0.185 0.252 0.329 0.417 0.514 0.622 0.741 0.8691934 1547 1289 1105 967 860 774 703 645 595
 0.066 0.103 0.148 0.202 0.263 0.333 0.411 0.498 0.592 0.6952526 1617 1123 825 632 499 404 334 281 239 206
 0.072 0.113 0.162 0.221 0.288 0.365 0.450 0.545 0.648 0.761 0.8822526 2021 1684 1444 1263 1123 1011 919 842 777 722
 0.058 0.090 0.130 0.176 0.230 0.292 0.360 0.436 0.518 0.608 0.7063197 2046 1421 1044 799 632 512 423 355 303 261 200
 0.064 0.100 0.144 0.196 0.256 0.324 0.400 0.484 0.576 0.676 0.784 1.0243197 2558 2132 1827 1599 1421 1279 1163 1066 984 914 799
 0.051 0.080 0.115 0.157 0.205 0.259 0.320 0.387 0.461 0.541 0.627 0.8193947 2526 1754 1289 987 780 632 522 439 374 322 247 195
 0.058 0.090 0.130 0.176 0.230 0.292 0.360 0.436 0.518 0.608 0.706 0.922 1.1663947 3158 2632 2256 1974 1754 1579 1435 1316 1215 1128 987 877
 0.046 0.072 0.104 0.141 0.184 0.233 0.288 0.348 0.415 0.487 0.564 0.737 0.933
 19-SI-4
 19-SI-2
 19-SI-4
 19-SI-2
 19-SI-4
 19-SI-2
 19-SI-4
 19-SI-2
 19-SI-4
 19-SI-2
 19-SI-4
 19-SI-2
 19-SI-4
 19-SI-2
 24" 30" 36" 40" 48" 54"
 72" 78"
 60"
 66"
 84"
 96"
 108"
 Approx. Sec. ModBar Symbol Weight Per Ft.Size psf Of Width
 1" x 1/4"
 1-1/4" x 1/4"
 1-1/2" x 1/4"
 1-3/4" x 1/4"
 2" x 1/4"
 2-1/4" x 1/4"
 2-1/2" x 1/4"
 0.316
 0.493
 0.711
 0.967
 1.263
 1.599
 1.974
 1.98
 2.30
 2.35
 2.66
 2.71
 3.02
 3.08
 3.39
 3.45
 3.76
 3.81
 4.12
 4.21
 4.52
 SPAN (Direction of Bearing Bar)
 LOAD & DEFLECTION TABLE
 UDCDUDCDUDCDUDCDUDCDUDCDUDCD
 U = safe uniform load, psf (page 93)C = safe concentrated load, psf (page 93)D = deflection, inchesE = modulus of elasticity, 10,000,000 psiF = fiber stress, 12,000 psiMaterial: ASTM B-221, 6063 or 6061Deflection: Spans and loads to the right ofthe bold line exceed 1/4” deflection for uni-form load of 100 psf which provides safe
 pedestrian comfort. These can beexceeded for other types of loads withengineer’s approval.General: Loads and deflections are
 theoretical and based onstatic loading.Finish: Mill finish unlessotherwise specified.
 Aluminum Bar Grating
 Cross Rods 4" C/C Cross Rods 2" C/C
 19-SI-4 19-SI-2
 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20
 111/16 27/8 41/16 51/4 67/16 75/8 813/16 10 113/16 123/8 139/16 143/4 1515/16 171/8 185/16 191/2 2011/16 217/8 231/16
 241/4 257/16 265/8 2713/16 29 303/16 313/8 329/16 333/4 3415/16 361/8
 21 22 23 24 25 26 27 28 29 30 31
 SI-19 PANEL WIDTH (inches) Note: Includes 1/4" (1/8" each side) for extended cross rods on swage-locked (SI).
 No. of Bars1/4" Bar
 1/4" Bar
 No. of Bars
 I-BAR SWAGE-LOCKED 1-3/16" C/C Bearing Bars
 64381j_AMICO 37_70 1/3/07 11:46 AM Page 37
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 GatorDeckTM Pultruded Grating
 Slip-resistant surface
 Patented flush-top cross-rod and bearing bar
 Two-part mechanical locking cross-rod
 Self-draining
 • Corrosion resistant
 • Low maintenance
 • Fire retardant
 Surface veil
 Continuous glass mat
 Continuous glass roving
 Width x LengthGrating sizes are specified using width (cross-rod dimension) and length (bearing bar dimension)
 Open Top Flange Bar Bars/ Lbs/ Series Area Depth Width Spacing Ft Ft2
 I-6010 60% 1” .6” 1½” 8 2.35
 I-4010 40% 1” .6” 1” 12 3.41
 I-6015 60% 1½” .6” 1½” 8 2.83
 I-4015 40% 1½” .6” 1” 12 4.13
 T-2515 25% 1½” 1½”
 T-1215 12% 1½” 1½”
 T-5020 50% 2” 1” 2” 6 3.1
 T-3320 33% 2” 1” 8 4.1
 WT-3310 33% 1” 15/8”
 WT-1810 18% 1” 15/8”
 Pultrusion is a continuous molding process in which glass roving, glass matting, and a synthetic surface veil are literally “pulled” simultaneously through a flame-retardant polyester or vinylester resin bath. Desired geometric shapes are formed and solidified as they are pulled through a heated steel die. Seasafe’s GatorDeckTM pultruded grating provides the ultimate combination of strength, corrosion resistance, and structural integrity as a result of the automated pultrusion process.
 Standard Resin Systems Standard Resins meet ASTM E-84 Class 1 flame rating, and in-clude UV inhibitors for applications involving continuous exposure to the sun. Choose from the following standard resin systems. Or, call us about creating special resins for unique environments, such as low smoke, low toxicity, or extra low flame applications.
 IFR – Made with a premium-grade isophthalic polyester flame-retardant resin system. Standard colors are yellow and gray for pultruded grating. WT grating and one inch I-bar grating are also available in white.
 VFR – Made with a premium-grade vinylester flame-retardant resin system for added protection against corrosion. Standard colors are yellow and gray for pultruded grating.
 Special resins – Please call us to develop resin systems for your application.
 GatorDeckTM Pultruded Grating Selection
 Standard Panel Sizes 3’-0 x 24’-0 4’-0 x 24’-0 3’-0 x 20’-0 4’-0 x 20’-0 — 4’-0 x 12’-0 3’-0 x 10’-0 4’-0 x 10’-0 — 4’-0 x 8’-0
 Custom panel sizes are available up to 5’ widths and 24’ lengths. Call Seasafe for details.
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 GatorDeckTM Load and Deflection Data
 Span LoadInches Type
 12 UL 250 500 1000 1500 2000 2400 2800 3200
 12 UL 250 500 1000 1500 2000 2500 3500 4500
 24 UL 500 750 1000 1250 1500 2000 3000 4000
 12 UL Deflection .005 .010 .020 .029 .039 .047 .055 .063
 12 UL Deflection .002 .003 .007 .010 .013 .016 .023 .029
 24 UL Deflection .025 .038 .050 .063 .075 .100 .150 .200
 18 UL 100 250 500 750 1000 1200 1500 1800 3012 4518
 18 UL 250 500 1000 1500 2000 2500 3500 4500
 30 UL 250 500 750 1000 1500 2000 2500 3000 1938 2907
 18 UL Deflection .008 .021 .042 .062 .083 .100 .125 .149
 18 UL Deflection .008 .015 .030 .045 .061 .076 .106 .136
 30 UL Deflection .032 .065 .097 .129 .194 .258 .323 .387
 24 UL 100 200 300 400 600 800 1000 1200 1005 1508
 24 UL 250 500 1000 1500 2000 2500 3000 3500 2737 4106
 36 UL 100 250 500 750 1000 1250 1500 2000 999 1499
 24 UL Deflection .025 .050 .075 .099 .149 .199 .249 .298
 24 UL Deflection .023 .046 .091 .137 .183 .228 .274 .320
 36 UL Deflection .025 .063 .125 .188 .250 .313 .375 .500
 30 UL 100 200 300 400 500 600 800 434 650
 30 UL 250 500 750 1000 1250 1500 1750 2000 1178 1768
 42 UL 100 125 250 500 750 1000 1250 550 825
 30 UL Deflection .058 .115 .173 .231 .288 .346 .461
 30 UL Deflection .053 .106 .159 .212 .265 .318 .371 .424
 42 UL Deflection .045 .057 .114 .227 .341 .454 .568
 36 UL 100 125 150 200 300 400 221 332
 36 UL 100 125 250 500 600 800 1000 631 947
 48 UL 100 250 300 400 500 600 313 469
 36 UL Deflection .113 .141 .169 .226 .339 .452
 36 UL Deflection .040 .050 .099 .198 .238 .317 .396
 48 UL Deflection .080 .200 .240 .320 .400 .480
 42 UL 75 100 125 150 250 139 209
 42 UL 100 125 200 300 400 600 315 473
 54 UL 100 125 250 300 400 208 313
 42 UL Deflection .135 .179 .224 .269 .449
 42 UL Deflection .079 .099 .159 .238 .317 .476
 54 UL Deflection .120 .150 .300 .360 .480
 48 UL 50 75 100 125 71 106
 48 UL 100 125 200 250 400 197 295
 60 UL 75 100 200 250 129 193
 54 UL 75 100 125 250 140 210
 66 UL 75 100 125 150 94 141
 60 UL 50 75 100 88 132
 72 UL 75 100 125 67 100
 78 UL 50 75 48 72
 48 UL Deflection .176 .265 .353 .441
 48 UL Deflection .127 .159 .254 .317 .508
 60 UL Deflection .146 .195 .389 .486
 54 UL Deflection .134 .178 .223 .446
 66 UL Deflection .200 .267 .333 .400
 60 UL Deflection .142 .213 .284
 72 UL Deflection .281 .375 .469
 78 UL Deflection .260 .390
 Load For .25-inch .375-inch deflection deflection
 GatorDeckTM GD-I6010
 Bearing Bar Type: I-Bar
 Open Area: 60%
 Thickness: 1.0”
 Bearing Bar Centers: 1.5”
 Resin Systems: IFR, VFR
 Available Colors: Yellow, Gray, White
 Approximate Weight: 2.35 lbs/sq ft
 Other Bar Spacing Available: 40% and 50% open area
 GatorDeckTM GD-I6015
 Bearing Bar Type: I-Bar
 Open Area: 60%
 Thickness: 1.5”
 Bearing Bar Centers: 1.5”
 Resin Systems: IFR, VFR
 Available Colors: Yellow, Gray
 Approximate Weight: 2.83 lbs/sq ft
 Other Bar Spacing Available: 40% and 50% open area
 GatorDeckTM GD-T5020
 Bearing Bar Type: T-Bar
 Open Area: 50%
 Thickness: 2.0”
 Bearing Bar Centers: 2.0”
 Resin Systems: IFR, VFR
 Available Colors: Yellow, Gray
 Approximate Weight: 3.10 lbs/sq ft
 Other Bar Spacing Available: 33% open area
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 GatorGrateTM and GatorDeckTM Stair Treads
 Cut your own stair treads from GatorGrate Stair Tread panels.
 Ease of cutting – the panel design incorporates cutting “slots” every six inches so treads can be cut inexpensively, quickly and accurately, resulting in banded treads on both ends.
 Economy – the 22 3/4” x 144” panel size offers numerous combina-tions to maximize the number of treads (less wastage = less cost).
 Chemical Compatibility – A detailed table of chemical compatibility for GatorGrate products based on resin manufacturers’ data is available. To get a copy of this table, which provides maximum allowable concentrations and temperatures, call us at 800-326-8842 or fax 337-406-8880 and ask for Seasafe Tech Support Bulletin #3.
 Order to size stair treads made from GatorDeck.
 Fiberglass Stair Tread Covers are a cost-effective way to improve stairway safety for your workers. They are made with corrosion resistant resin with a low flame spread rating. Panels include an integral grit top surface and a woven fiberglass mat.
 Series Flush Top Resin Color
 I-6010 Yes IFR / VFR Yellow / Green
 I-6015 Yes IFR / VFR Yellow / Green
 T-5020 No IFR / VFR Yellow / Green
 It is helpful to identify Total Stair Run and Total Stair Rise dimensions, as well as intended Tread Rise when designing and estimating stair systems.
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 Steel and Aluminum Stair Treads
 Manufactured to match the full line of our grating, there is an AMICO-Klemp® stair tread to meet your needs. AMICO-Klemp® stair treads are safe, self-cleaning, skid-resistant and economical. Steel and aluminum stair treads are available in a variety of styles: welded, riveted, press-locked, swage-locked and Duo-Grip™ extruded aluminum.
 Welded steel stair treads are the most widely used for their strength and ease of installation and are universally used in most industrial and commercial applications. Riveted steel stair treads have a greater load carrying capacity for the same span and depth of bearing bar and greater walking comfort. Both can be ordered with a serrated surface for additional safety.
 Aluminum stair treads, due to their light weight, high strength, corrosion resistance, rust proof and non-sparking properties, are ideally suited for corrosive environments, food preparation and storage areas, and volatile areas. Swage-locked I-bar stair treads offer high strength at less weight and lower cost. Rect-angular bar, press-locked or swage-locked, stair treads provide a higher strength and stiffness-to-weight ratio and are available with a serrated surface when additional safety is required. Our Duo-Grip™ plank stair treads offer an exceptional strength and stiffness-to-weight ratio.
 All stair treads are custom fabricated to meet the size, width and length specifications of a particular job. In addition, standard end plates can be custom fabricated to meet special bolt hole size or location requirements.
 Both steel and aluminum nosings are available to add strength at the point of greatest impact and provide a definitive visible edge for extra safety. Choose our checkered plate nosing for normal use. For additional safety, choose our cast aluminum abrasive nosings or our corrugated aluminum nosings, or dimple nosing available in carbon stainless or aluminum.
 Welded (W)Checkered Plate Nosing (CP)
 Welded (W)Cast (CA) Abrasive Nosing
 Swage-Locked (SR)Corrugated Aluminum Nosing (CORR)
 Press-Locked (AP)Corrugated Aluminum Nosing (CORR)
 Riveted (R)Corrugated Aluminum Nosing (CORR)
 58 5858
 Stair Treads
 Press-Locked (P)Checkered Plate Nosing (CP)
 Press-Locked (P)Cast Aluminum (CAA) Abrasive Nosing
 CP/DP .30 .35 .33 .39 .46 .55CAA .34 .38 .36 .43 .49 .59CP/DP .35 .40 .38 .46 .53 .65CAA .38 .44 .41 .49 .57 .68CP/DP .39 .45 .43 .52 .61 .74CAA .43 .49 .46 .56 .65 .77CP/DP .44 .51 .48 .53 .69 .84CAA .48 .54 .51 .62 .72 .87CP/DP .48 .56 .53 .64 .76 .93CAA .52 .60 .56 .68 .80 .97CP/DP .53 .62 .58 .71 .84 1.02CAA .56 .65 .61 .74 .88 1.06
 STAIR TREAD WEIGHTS (per lineal inch of tread length)
 19-W-4No. of
 BearingBars
 Bearing Bar Size
 Nosing 1" x1/8"
 1-1/4" x1/8"
 3/4" x3/16"
 1" x3/16"
 1-1/4" x3/16"
 1-1/2" x3/16"
 5
 6
 7
 8
 9
 10
 MAXIMUM TREAD LENGTHSBearing Bar Spacing
 Bearing Bar Size
 CP/DP .34 .39 .36 .44 .53 .63CAA .37 .43 .40 .48 .56 .67CP/DP .38 .44 .41 .51 .60 .72CAA .42 .58 .45 .54 .63 .76CP/DP .43 .49 .46 .57 .67 .81CAA .46 .53 .49 .60 .71 .85CP/DP .47 .55 .51 .63 .75 .91CAA .50 .58 .54 .66 .78 .94CP/DP .51 .60 .55 .69 .82 1.00CAA .55 .63 .59 .73 .86 1.03CP/DP .55 .65 .60 .75 .89 1.09CAA .59 .69 .64 .79 .93 1.13
 15-W-4 No. of
 BearingBars
 Bearing Bar Size
 Nosing 1" x1/8"
 1-1/4" x1/8"
 3/4" x3/16"
 1" x3/16"
 1-1/4" x3/16"
 1-1/2" x3/16"
 6
 7
 8
 9
 10
 11
 19-W-4 and 19-P-4No. of
 Bearing Barsand Nosing
 **Bolt HoleSpacing “A”
 Bearing Bar1/8" 3/16"
 Tread Width
 1-3/16" (19 space) 15/16" (15 space)Plain Serrated Plain Serrated
 3/4" x 3/16" 2'-4" 1'-11" 2'-8" 2'-2"1" x 1/8" 2'-7" 2'-3" 3'-0" 2'-6"1" x 3/16" 3'-5" 2'-10" 4'-0" 3'-4"1-1/4" x 1/8" 3'-7" 3'-1" 4'-2" 3'-7"1-1/4" x 3/16" 4'-8" 4'-2" 5'-1" 4'-6"1-1/2" x 3/16" 5'-6" 5'-3" 5'-6" 5'-6"
 When tread length exceeds 5'-6", design tread for 300 lb concentrated loads at 1/3 points.Maximum tread length based on 300 lb concentrated load on front 5 in of tread at center oftread length and deflection limitation of 1/240 of length.
 TREAD WIDTH AND BOLT HOLE SPACING
 5 6-1/8" 6-3/16" 2-1/2"6 7-5/16" 7-3/8" 4-1/2"7 8-1/2" 8-9/16" 4-1/2"8 9-11/16" 9-3/4" 7"9 10-7/8" 10-15/16" 7"
 10 12-1/16" 12-1/8" 7"
 END PLATE DIMENSIONSGrating Depth “B” dimension “C” dimension
 up to 1-1/4" 1-3/4" 2-1/2"1-1/2" to 1-3/4" 2-1/4" 3"
 See Tread Width and Bolt Hole Spacing for ‘A’ dimension. *and all aluminum
 CP-Checkered PlateDP-Dimple PlateCAA-Cast Aluminum Abrasive
 15-W-4 and 15-P-4No. of
 Bearing Barsand Nosing
 **Bolt HoleSpacing “A”
 Bearing Bar1/8" 3/16"
 Tread Width6 6-1/16" 6-1/8" 2-1/2"7 7" 7-1/16" 4-1/2"8 7-15/16" 8" 4-1/2"9 8-7/8" 8-15/16" 4-1/2"10 9-13/16" 9-7/8" 7"11 10-3/4" 10-13/16" 7"
 With Checkered Plate Nosing With Cast Aluminum Abrasive Nosing
 STEEL/WELDED & PRESS-LOCKED
 *
 **See drawing above.**See drawing above.NOTE: Weights are for Welded only. Call for Press-Locked Weights.
 7/16” typ.7/16” x 7/8” slot typ.
 Grating Depth “B” dimension “C” dimension
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 Fiberglass Cable Tray Systems
 Series 6BLoading – NEMA 20B
 Series 6CLoading – NEMA 20C–S.F.1.5
 Series H6CLoading – NEMA 20C–S.F.2.0
 6” side rail systems offer a NEMA 5” loading depth.
 Series 4Loading – NEMA 12C
 4” side rail systems offer a NEMA 3” loading depth.
 Series 3Loading – NEMA 8C
 3” side rail systems offer a NEMA 2” loading depth.
 The NEMA loadings listed in this brochure are load-tested in accordance with NEMA FG-1 guidelines.
 Custom colors, sizes and resins are available upon request. Cable Tray standard sizes: Widths: 6” 9” 12” 18” 24” 30” 36” Rung Spacing: 6” 9” 12” 18” Length: 120” (10’) 240” (20’)
 Since 1978, Seasafe Fiberglass Cable Tray Systems have been tested and proven in the harsh environment of the offshore oil and gas industry, and are accepted by the U.S. Coast Guard. Subject to the corrosive conditions inherent in petroleum products, plus the daily punishment of exposure to wind, weather and saltwater, Seasafe Cable Tray has stood up!
 Seasafe Cable Tray gives you the load capacity of steel plus the inherent charac-
 teristics afforded by our in-house Pultru-sion Technology: non-conductive, non-magnetic and corrosion-resistant. Although light in weight, their strength-to-weight ratio surpasses that of equivalent steel products. Seasafe Cable Tray will not rust, nor does it ever require painting. Available in both polyester and vinylester resin systems, it is manufactured to meet ASTM E-84, Class 1 Flame Rating and self-extin-guishing requirements of ASTM D-635.
 A surface veil is applied during the pultrusion process to ensure a resin-rich surface for superior corrosion resistance as well as an ultraviolet exposure barrier. Cable Tray comes in two standard colors: gray (polyester resin) and beige (vinylester resin). Custom colors are available on request.
 Why Specify Seasafe Cable Tray?
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 Fiberglass Cable Tray Systems
 Fiberglass Strut Systems
 Seasafe is proud to present our complete line of Fiberglass Strut and Accessories. You’ll find a wide selection of non-metal-lic accessories, fasteners, hangers, pipe clamps and channels. With more than 20 years of corrosion-combat experience, we provide a complete line, together with the know-how required to solve your problems. And we are dedicated to timely delivery as well as precise solu-tions to your problems.
 Most Seasafe Strut Products are available in a choice of resins—either vinylester or polyester. Our design and engineering staff is ready to help you select the mate-rial that best suits your needs, in the most effective and efficient manners.
 To assist you in selecting the correct Seasafe Strut Products quickly and eas-ily, a comprehensive Part Number Index is available.
 Our complete catalog of Seasafe fiberglass strut systems is available on request or on our website. The catalog is organized so you can easily find what you need. A local network of Seasafe stocking representatives and distributors also stands ready to help you. Just tell us what you need—we’ll do the rest!
 Polyester Vinylester Width Length Height
 FCCVP-02-120 FCCVV-02-120 2” 10’ 1”
 FCCVP-02-240 FCCVV-02-240 2” 20’ 1”
 FCCVP-03-120 FCCVV-03-120 3” 10’ 1”
 FCCVP-03-240 FCCVV-03-240 3” 20’ 1”
 FCCVP-04-120 FCCVV-04-120 4” 10’ 11/8”
 FCCVP-04-240 FCCVV-04-240 4” 20’ 11/8”
 FCCVP-06-120 FCCVV-06-120 6” 10’ 15/8”
 FCCVP-06-240 FCCVV-06-240 6” 20’ 15/8”
 FCCVP-08-120 FCCVV-08-120 8” 10’ 23/16”
 FCCVP-08-240 FCCVV-08-240 8” 20’ 23/16”
 Polyester Vinylester Width Length Height
 FCCNP-02-120 FCCNV-02-120 2” 10’ 1”
 FCCNP-02-240 FCCNV-02-240 2” 20’ 1”
 FCCNP-03-120 FCCNV-03-120 3” 10’ 1”
 FCCNP-03-240 FCCNV-03-240 3” 20’ 1”
 FCCNP-04-120 FCCNV-04-120 4” 10’ 11/8”
 FCCNP-04-240 FCCNV-04-240 4” 20’ 11/8”
 FCCNP-06-120 FCCNV-06-120 6” 10’ 15/8”
 FCCNP-06-240 FCCNV-06-240 6” 20’ 15/8”
 FCCNP-08-120 FCCNV-08-120 8” 10’ 23/16”
 FCCNP-08-240 FCCNV-08-240 8” 20’ 23/16”
 FCCVFiberglass Cable Channel Ventilated
 FCCNFiberglass Cable Channel Non-Ventilated
 Fittings:3” Series, 4” Series and 6” Series You may specify fittings mitered in 30, 45, 60 and 90 radius
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 Gator Rail® Handrails
 Seasafe introduces Gator Rail® handrail systems
 • Corrosion Resistant
 • Low in electrical conductivity
 • Low in thermal conductivity
 • Fire Retardant
 • High Strength-to-Weight Ratio
 • Low Maintenance
 • Long Service Life
 • Easy to field fabricate
 • Impact resistant
 • Lightweight
 • Meets OSHA and Building Code Requirements
 • Custom Designed to Meet Specific Application Requirements
 Gator Rail fiberglass handrail systems are a perfect fit for many different applications such as stair rails and platform/walkway handrails and guardrails. Gator Rail is particularly well-suited to corrosive environments like those found in industrial, chemical, and wastewater treatment plants, as well as other commercial structures with urban and salt air corrosive environments.
 Gator Rail systems are the result of more than 25 years of experience in the manufacture, design and fabrication of fiberglass struc-tural systems. The systems offer the following advantages:
 • Ease of Assembly – Gator Rail systems are produced in lightweight standard sections that include both post and rail. Systems can be prefabricated in large sections and shipped to the site or they can also be fabricated and installed on site with simple carpenter tools.
 • Safety Features – Gator Rail systems come in a “safety yellow color”, feature low electrical conductivity for worker safety and ex-hibit high strength. Systems meet federal OSHA standards with a 2. factor of safety with a 4-foot maximum post spacing. GatorRail systems also comply with IBC(2003).
 • Low Maintenance – Corrosion resistant fiberglass with molded-in color will outlast aluminum or steel systems with virtually no maintenance.
 • Cost Effective – Fiberglass components and easy-to-assemble design provide savings on labor and maintenance, resulting in long-term savings and elimination of the cost and inconvenience of “downtime for repairs” in plant operations.
 Seasafe also produces a cost effective modular handrail kit, providing the look and performance of a custom system which is easily assembled. The kits include everything needed for installation. Design work is eliminated and only minimal assembly skills with common hand tools are required. Unlike other handrail systems, Gator Rail is expertly designed with a minimal number of pieces for easier installation with less chance of error.
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 Specialty Products
 FRP Safety Ladders and Caged Ladders provide positive traction and easy gripping for safety. Choose from our full line of available options.
 Diamond Grip® is a one-piece metal plank grating manufac-tured by a cold forming process in the shape of a channel. The web of the channel is the walking surface and has rough serrated edges around diamond shaped openings. Diamond openings are complete with radiused corners at the saddle and side channel locations. Dia-mond Grip is available in galvanized steel, stainless steel or aluminum.
 Diamond Grip® Walkway has extended flanges which support the load and provide a built in kickplate (toeboard).
 Safety Grip® is a one-piece metal plank grating manufactured by a cold forming process in the shape of a channel. The web of the channel is the walking surface and has large debossed holes, sur-rounded by smaller embossed traction buttons.
 Expanded Metal Grating is a heavy-duty type expanded metal, made of steel plate which is slit and expanded in a cold-draw-ing operation. Designed especially for use as a lightweight open steel flooring, it is ideal for flooring, catwalks, platforms and stair treads, where principal use is for light storage and foot traffic. Its low cost and light weight—combined with high strength—make for a most economical construction.
 Perforated Metal components make products work better with holes that function several ways. Holes ventilate while they hold in radiation, they make your microwave oven safe while letting you see what’s cooking, they filter or select, and they freely allow the pas-sage of sound waves, gases or liquids.
 Perforated metals are used in applications such as:• Railing infill panels• Ventilation and diffusers• Building sunshades• Filters
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 Fabrication Services
 Seasafe custom structural fabrication provides the solution to your corrosion problems. Our high-strength, light-weight, low maintenance fiberglass reinforced composite products compensate for the shortcomings of conventional materials. Pound for pound, FRP structural shapes are stronger than steel.
 Structural ShapesIn-house fiberglass pultrusion technology enables Seasafe to present an extensive line of FRP structural shapes. Standard configurations include angle, channel, square tube, round tube, solid bar, flat sheet, wide flange beam and I-beam. All are readily available in a wide range of sizes and thicknesses.
 Estimating Services• Our professional estimators are committed to assisting our
 customer needs.
 • Over 75 years estimating experience assures you of our commitment to detailed and accurate estimates.
 • We provide accurate, on-time bids for your project needs, large or small.
 • We offer solutions for all your various grating needs in one simple bid package.
 • Our team is capable of estimating from any design format drawings.
 • Our state of the art FTP site simplifies the transfer of your drawings in any format.
 Engineering Expertise• We have over 100 years of design and detailing experience.
 • Project managers are ready to assist you with all aspects of your project—from start to finish.
 Industries Served• Oil & Gas• Utilities• Chemical Processing• Water/Waste Water Treatment• Recreational/Leisure• Metal Finishing• Military/Government
 • Beverage• Marine• Mining/Refining• Pharmaceuticals• Pulp & Paper• Transportation• Food Processing
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 Fabrication Projects
 Custom FRP Water Feature at the Wynn Las Vegas
 Decorative FRP Lettering
 Waste Water Treatment Plant in New York City
 FRP Access and Service Platforms
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QUALITY PRODUCTS – COAST TO COAST
 Locations coast to coast to serve you better!
 4/09 - 1M
 Birmingham, AL 800-366-2642
 Chicago, IL 800-238-0322
 Dayton, TX 800-622-5765
 Denver, CO 800-425-5558
 Fontana, CA 800-962-0100
 Greenville, SC 800-476-4430
 Houston, TX 800-433-9945
 Lafayette, LA 800-326-8842
 Lakeland, FL 800-487-2511
 N. Kansas City, MO 800-472-3121
 Orem, UT 800-645-0340
 Seattle, WA 800-859-5363
 Visalia, CA 800-642-4334
 Wilmington, DE 800-476-4430
 CANADA
 Burlington, ON 800-663-4474
 Montreal, PQ 800-463-3255
 Vancouver, BC 800-665-4474
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