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 Foreword Tips on Using the Speedlight
 • Thank you for purchasing the Nikon Speedlight SB-50DX. Get to know your SB-50DX, and be sure to read this manual thoroughlybefore using it.
 Main features of the SB-50DX:
 • The SB-50DX is a high-performance Speedlight having a guidenumber of 22/72 (at 35mm zoom-head position, ISO 100, m/ft.,20°C/68°F). According to the camera/lens used with the SB-50DX,you can perform various types of TTL auto flash (p. 25) and Manualflash (p. 31). When used with Nikon digital SLR cameras, D-TTLauto flash can be performed.
 • Automatic power zoom continuously changes the zoom-headposition from 24mm to 50mm according to the lens' focal length(incompatible with some lenses, see p. 16). The built-in wide-flashadapter increases the angle of coverage to match a 14mm lens (p. 17).
 • Flash head tilts up to 90° or down to –18°, enabling bounce-flashphotography (p. 40) or close-up photography (p. 43).
 • When used with a camera having a built-in Speedlight, both the SB-50DX and the camera’s built-in Speedlight fire simultaneously (p. 42, 54) for double-flash photography. A diffuser (p. 42) is providedto diffuse light for bounce-flash photography with the double flash.
 • Wireless multiple flash photography (p. 48) is also possible.
 • The supplied Infrared Filter SW-9IR enables you to use the SB-50DXas an infrared remote commander (p. 53).
 • For operation in dim light, an illuminator for the LCD panel isprovided (p. 8) and light condensing paint is applied to charactersand symbols on the backside (p. 7).
 * The Nikon N90s, N90, N70, N8008/N8008s, PRONEA 6i, N6006, N6000, N60,N50 N5005 and N4004/N4004s are sold exclusively in the U.S.A.
 * The Nikon N80-series and N65-series are sold exclusively in the U.S.A., Centraland South America.
 * The Nikon N2020 and N2000 are sold exclusively in the U.S.A. and Canada.
 • Take trial shots
 Take trial shots before shooting at important occasions like weddingsor graduations.
 • Have Nikon spot-check your Speedlight regularly
 Nikon recommends that you have your Speedlight serviced by anauthorized dealer or service center at least once every two years.
 • Using your Speedlight correctly
 The Nikon Speedlight SB-50DX’s performance has been optimized foruse with Nikon brand cameras/accessories (including lenses).Cameras/accessories made by other manufacturers may not meetNikon’s criteria for specifications, and nonconforming cameras/accessories could damage the SB-50DX’s components. Nikon cannotguarantee the SB-50DX’s performance when it is used with non-Nikonbrand products.
 • Supplied accessories
 Soft Case SS-50Infrared Filter SW-9IR
 (p. 53)
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 Nomenclature
 Backside indicationsLight condensing paint is applied to the backside indications for cleareridentification of the characters and symbols in dark conditions.
 1 Flash head P. 15Can be tilted up to 90° or down to–18°.
 2 Wide-flash adapter P. 17Attach the wide-flash adapter in front ofthe flash head to increase the angle ofcoverage to match a 14mm lens or toperform close-up flash photography.
 3 AF-Assist Illuminator P. 36Automatically turns on for autofocusoperation when the light is dim.
 4 Diffuser P. 42Use to diffuse light from the camera’sbuilt-in Speedlight when performingdouble-flash photography (bounce-flash photography).
 5 Operation button combination chart• Underexposure value P. 21• AF-Assist Illuminator cancel P. 37• Sound monitor off P. 50Operation button combination chart isunder diffuser.
 6 Camera contacts7 Built-in Speedlight detecting lever
 P. 42, 51, 54Automatically detects the camera’sbuilt-in Speedlight if it is used with theSB-50DX.
 8 Light sensor P. 48Senses light from the master flash unitin wireless multiple flash operation.
 9 Tilting angle scale P. 15!p LCD panel P. 8
 !q Ready-light P. 12, 21Lights up when the SB-50DX is fullycharged and ready to fire. Blinks afterthe SB-50DX fires at its maximumoutput in TTL/D-TTL auto flash mode,telling you that light may be insufficient.
 !w FLASH button P. 12Press to test fire the flash.
 !e Illuminator/SLAVE button P. 8, 48Press to turn on the LCD panelilluminator. Or hold it down for approx.one second to set wireless flash mode(only for wireless multiple flash).
 !r ON/OFF button P. 12!t – button P. 35
 Press to decrease values when settingflash output level compensation.
 !y + button P. 35Press to increase values when settingflash output level compensation.
 !u MODE button P. 18Press to set the flash mode or type ofTTL auto flash.
 !i ZOOM button P. 16Press to adjust the SB-50DX zoom-head position.
 !o Lock lever P. 15@p Battery chamber lid P. 12@q Mounting foot@w Lock plate P. 15@e Infrared Filter SW-9IR P. 53
 Attach in front of the flash head to usethe SB-50DX as an infrared remotecommander
 7
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 SB-50DX (E) 02.12.9 2:33 PM Page 6

Page 5
                        

98
 LCD Panel Lenses
 • All indications are displayed in the illustration for easy reference.
 1 Flash mode P. 18D: D-TTL auto flashH: TTL auto flashK: Automatic Balanced Fill-Flash
 with TTL Multi-SensorJ: Matrix Balanced Fill-Flash,
 Center-Weighted/Spot Fill-FlashD: Manual flash
 2 Wide-flash adapter P. 443 Wireless Flash mode P. 514 Sound monitor off P. 50
 5 Flash head tilting up/double flash(horizontal position) P. 15, 54
 6 AF-Assist Illuminator cancel P. 377 Flash output level compensation P. 358 Underexposure P. 219 Underexposure value/flash output
 level compensation value P. 21, 35!p Flash head tilting down (close-up
 photography) P. 15!q Camera’s built-in Speedlight P. 42, 54!w Zoom-head position P. 16
 • About LCD panel• Because of the directional characteristics of the liquid crystal, the LCD is
 difficult to read when viewed diagonally from above; however, the display canbe seen clearly from a somewhat lower angle.
 • The LCD panel display tends to be darker at high temperatures (approx.60°C/140°F). When the temperature returns to normal (20°C/68°F), the displayalso returns to normal.
 • The LCD’s response time tends to slow down at low temperatures (approx.5°C/41°F and below). When the temperature returns to normal (20°C/68°F),response time also returns to normal.
 • Using the SB-50DX in dim light• Press the SLAVE/ button to turn the illuminator on (when the SB-50DX
 power is on). Press the button again to turn the illuminator off. It turns offautomatically after approx. 16 sec. when the SB-50DX is not in use.
 Types of CPU Nikkor lenses and non-CPU Nikkor lenses
 CPU Nikkor lenses G-type AF NikkorD-type AF NikkorNon-G/D-type AF Nikkor lenses (except for AF Nikkor for F3AF)AI-P Nikkor
 Non-CPU Nikkor lenses AI-S NikkorAI NikkorSeries E
 • CPU lenses• CPU lens has CPU contacts.
 • G-type AF Nikkor lenses• The G-type Nikkor lens does not include an
 aperture ring. The lens sends the distanceinformation to the camera body. With somecamera bodies, the usable exposure mode islimited (see the lens’ instruction manual).
 • D-type AF Nikkor lenses• The lens sends the distance information to
 the camera body. (See the lens’ instructionmanual).
 Prep
 arat
 ion
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 BASIC OPERATIONIn this chapter, even first-time users of the SB-50DXcan easily perform flash photography by following
 the instructions on the left-hand pages. Moredetailed information is given on the right-hand pages.
 11
 E x a m p l e P h o t o s
 Bounce flash (p. 40)
 Bounce flash with single Speedlight
 Bounce flash with double flash using SB-50DX and camera’s built-in Speedlight
 Regular flash (with single built-in Speedlight)
 SB-50DX (E) 02.12.9 2:33 PM Page 10
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• Confirming recycling time and replacing batteries• After firing at its maximum output in Manual flash mode
 (p. 31), the SB-50DX will take approx. 3.5 sec. to be ready forthe next shot (with fresh batteries).
 • Replace batteries with new ones if the ready-light takes morethan 30 sec. to light up after firing. If the ready-light does notlight up within 40 sec. after firing, the SB-50DX turns off.
 • Approximately 260 flashes are available with a fresh set ofbatteries (in Manual flash mode).
 1312
 Install Batteries and Check Battery PowerUse two CR123A or DL123A-type 3V lithium batteries. Otherpower sources cannot beused.
 1. Open the battery chamber lid andinsert batteries with the "+" and "–"ends positioned as marked inside thebattery chamber. Then close thebattery chamber lid by sliding it intoplace while pressing it down.• Always use fresh batteries of the same
 brand.
 Basi
 c Op
 erat
 ion
 1
 2. Press the ON/OFF button to turn onthe SB-50DX. Confirm that the ready-light comes on. • If the ready-light does not light up within
 30 sec., change batteries.
 Note: Storing batteriesKeep the batteries out of children’s reach. If swallowed, contact a doctorimmediately. (For "Notes on batteries", see p. 65).
 Check pointWe recommend that you take spare batteries with you, especially whentraveling.
 Test firingYou can perform test firing to ensure that the SB-50DX isworking properly. Turn the SB-50DX on, confirm that theready-light comes on, then press the FLASH button to firethe SB-50DX. For test firing, the SB-50DX fires at 1/16output in TTL/D-TTL auto flash mode (p. 25) or at maximumoutput in Manual flash mode (p. 31). When performing testfiring, never place your eyes near the flash head.
 • ON/OFF button and standby function• Pressing the ON/OFF button turns on the SB-50DX and
 indications appear in the LCD panel. Pressing the buttonagain turns off the SB-50DX and indications disappear.
 • If the SB-50DX is left unused for approx. 40 seconds, thestandby function activates and automatically turns it off. InWireless Flash mode (p. 48), standby function activates inapprox. 40 seconds as normal mode when the Speedlight isattached to camera body; however, standby duration isprolonged to approx. one hour when the Speedlight isdetached from camera body (used as a slave flash unit, p. 48).
 • With a camera body that is compatible with TTL/D-TTL autoflash (p. 28), the SB-50DX automatically turns off when thecamera’s exposure meter turns off.
 • To reactivate the SB-50DX after it has been automaticallyturned off by the standby function, press ON/OFF button orFLASH button. (Pressing the FLASH button does not activateflash in this case). With a camera body that is compatiblewith TTL/D-TTL auto flash, the SB-50DX automatically turnson when the camera’s exposure meter turns on.
 • Standby function cannot be deactivated.
 Note: Completely turning off the SB-50DXWhen carrying the SB-50DX in a camera bag, make sure that it is completelyturned off. If the SB-50DX has been turned off by the standby function,accidental firing, operation and/or battery drain may occur while it is beingcarried. To completely turn off the SB-50DX, press the ON/OFF button while theLCD panel is on. Then confirm that the LCD indications are off.
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1514
 Attaching the SB-50DX to the CameraTurn off the SB-50DX andcamera body, and attach theSB-50DX to the camera body.
 1. Turn off the SB-50DX and camerabody.
 2
 2. Attach the SB-50DX to the camerabody, then turn the lock lever in thedirection as illustrated to lock the unit.• When detaching the SB-50DX, turn the
 lock lever in the opposite direction tounlock the unit.
 • Lock lever• With the SB-50DX attached to the camera
 body, turning the lever in the direction asillustrated presses the lock plate on thecamera body’s accessory shoe. This preventsthe SB-50DX from accidentally slipping off thecamera.
 Basi
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 3. Adjust the flash head to the horizontalposition.• Set the tilting angle scale of the flash head
 to “0”.
 4.Turn on the SB-50DX and camerabody.
 • Flash head• For normal flash shooting, keep the flash head
 in the horizontal position. Tilt up the flash headfor bounce-flash operation (p. 40) or tilt itdown for close-up flash shooting (p. 43). (Clickstops are provided at 90°, 75°, 50°, horizontaland -18° positions).
 • When the flash head is tilted up, isdisplayed in the LCD panel. When the flashhead is tilted down, is displayed. (When theflash head is tilted down and the wide-flashadapter is not attached, [wide-flashadapter recommend] blinks. p. 44.)
 • For details, see "Tilting the flash head" on p. 40.
 • When ready-light warning is blinkinginside the camera’s viewfinder:• The SB-50DX is not properly attached to
 the camera body (except for FE 10).• The ISO film speed (sensitivity) set on the
 camera is outside the range for the TTLauto flash (with camera in Group V or VIexcept for F3-series with AS-17 and FM3A,p. 29).
 Usable film speed (sensitivity) rangeThe usable film speed (sensitivity) range for TTL/D-TTL auto flash is ISO 25 toISO 1600. However, this range also depends on the type of camera body. (Fordetails, see your camera’s instruction manual).
 SB-50DX (E) 02.12.9 2:33 PM Page 14
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1716
 Adjusting the Zoom-Head PositionThe SB-50DX has four zoom-head positions: 24mm, 28mm35mm and 50mm. When thewide-flash adapter is used, thezoom-head position is fixed to14mm.
 When a camera body that is compatible withDigital Data Communication is attached tothe SB-50DX and a CPU lens is used, thePower Zoom function activates and thezoom head is automatically adjusted. • When the lens focal length is not 24mm, 28mm,
 35mm or 50mm, the zoom head adjusts to theclosest wideangle setting of the lens in use. (Seetable below).
 • When M is not displayed in the LCD panel, thePower Zoom function is activated. If M isdisplayed, press the ZOOM button a number oftimes so M disappears from the LCD panel.
 3 • Setting the zoom-head position manually• To change the zoom-head position without
 using the Power Zoom function or when thecamera/lens combination is incompatible withthe Power Zoom function, press the ZOOMbutton to set zoom-head position manually.
 • The zoom-head position changes in fourpositions—24mm, 28mm, 35mm and 50mmevery time you press the ZOOM button. (Fixedat 14mm with the wide-flash adapter.)If the camera/lens combination is compatible withthe Power Zoom function, pressing the ZOOMbutton at the 50mm position activates the PowerZoom function. Pressing the ZOOM button againsets the zoom-head position to 24mm.
 • When the zoom-head position is set manually,"M" appears above the "ZOOM" indication inthe LCD panel.
 • Generally, set the zoom-head position to the focal length of the lens in use orto the closest wideangle setting of the lens in use (see the table on p. 16).
 Focal length or zooming Automatic adjustedposition of CPU lens zoom-head position
 24mm-27mm ZOOM 24mm28mm-34mm ZOOM 28mm35mm-49mm ZOOM 35mm
 50mm or longer ZOOM 50mm
 Note: Zoom-head position and guide numberThe guide number varies according to the zoom-head position (p. 33).
 Digital Data CommunicationWhen the SB-50DX is used with cameras in Groups I and II (p. 28) or Nikondigital SLR cameras, Digital Data Communication is performed. With a CPUlens, the camera automatically sends lens information (focal length, etc.) to theSB-50DX.
 Power Zoom
 • Wide-flash adapter• With 14mm to 23mm lens, use the built-in
 wide-flash adapter.• Slide out the wide-flash adapter from the
 bottom of the flash head, then attach it in frontof the flash head. The Power Zoom functionbecomes inactive, zoom-head position isautomatically set at 14mm, and "ZOOM14mm"is indicated in the LCD panel.
 • To store the wide-flash adapter, detach it fromthe flash head, then slide it back all the wayinto its original position.
 • When using a 14mm lens, the distancebetween the camera and subject becomes increasingly pronounced from thecenter of the frame to the periphery, so the peripheral area might not besufficiently lit in some cases.
 Zoom-head position in bounce-flash or close-up photographyIn bounce-flash photography (p. 40) or close-up photography (p. 43), the zoom-head position is fixed at 50mm with the flash head tilted up and at 24mm withthe flash head tilted down. However, when the wide-flash adapter is used, thezoom-head position is fixed at 14mm regardless of flash head direction.
 Basi
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 • To change the automatically adjusted zoom-head position, set the zoom-headposition manually. (See next page).
 • When the wide-flash adapter is attached or when the flash head is tiltedup/down, the Power Zoom function becomes inactive.
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 Setting Camera and SB-50DX ModesSet the flash mode to TTL/D-TTL to perform TTL/D-TTL autoflash where flash output level isautomatically controlledaccording to shootingsituations.
 1. Set the camera’s exposure mode toProgrammed Auto/Auto-Multi Programand the metering system to MatrixMetering. • If Programmed Auto/Auto-Multi Program
 cannot be set, select another exposuremode (p. 24). If Matrix Metering cannot beset, select Center-Weighted Metering.
 • Shutter speed is automatically set to flashsync speed. (For details, see your camera’sinstruction manual). In Shutter-Priority Autoor Manual exposure mode, you can selecta slower shutter speed than theautomatically controlled shutter speed.
 4
 Basi
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 2. Set the flash mode to the desired typeof TTL/D-TTL auto flash (p. 25).• Every time you press the MODE button,
 the flash mode or type of TTL auto flashchanges in the following order: HK
 Multi-Sensor Balanced Fill-Flash or HJ
 Matrix Balanced/Center-Weighted/SpotFill-Flash, H Standard TTL Flash and DManual Flash. And each indication isdisplayed in the LCD panel. When TTLauto flash is set, HK, HJ or H isdisplayed in the LCD panel.
 • When using Nikon digital SLR cameras, D-TTL auto flash (p. 27) is activated and"D" appears in the LCD panel.
 • Usable types of TTL/D-TTL auto flash andflash modes vary depending on the lens,camera, exposure mode and/or meteringsystem combination being used. (Fordetails, see table on p. 28, and yourcamera’s instruction manual).
 Automatic flash synchronization with TTL/D-TTL auto flashIn TTL/D-TTL auto flash, after the camera’s shutter is released and the flashfires, the camera measures the amount of light reflected from the subjectthrough the lens to automatically control flash output level and give correctexposure. According to the camera, lens, exposure mode and/or meteringsystem combination in use, the SB-50DX offers various types of TTL/D-TTLauto flash. Multi-Sensor Balanced Fill-Flash (p. 26) and Matrix Balanced Fill-Flash (p. 26) control flash output level to give a correct exposure for both thebackground and foreground subjects, resulting in well-balanced photos. Whenthe SB-50DX is used with a Nikon digital SLR camera, D-TTL auto flash (p. 27)will be activated. With some cameras, TTL/D-TTL auto flash cannot be used.(Perform Manual flash, p. 31, in this case).
 If K or J does not appear in the LCD panelWhen the SB-50DX is not attached to thecamera body, or when the camera, lens,exposure mode and/or metering systemcombination is incompatible with Multi-SensorBalanced Fill-Flash/Matrix Balanced Fill-Flash/Center-Weighted/Spot Fill-Flash, onlyStandard TTL Flash or Manual Flash can be set.Pressing the MODE button sets Standard TTL Flash with TTL indication in theLCD panel or Manual Flash with M indication, alternately.
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• Underexposure indication• If the underexposure has occurred with
 cameras of Group I or Nikon Digital cameras(p. 28, 29), : blinks and the amount ofunderexposure (0 to –3.0 EV) appears for 3sec. in the LCD panel, at the same time theready-lights blink (as mentioned above).
 • Amount of underexposure appears for approx. 3 sec., then disappears.Pressing the ZOOM button and the – button at the same time makes theamount of underexposure appear again.
 2120
 Shooting with FlashSet the camera’s flash syncmode, confirm the ready-lightcomes on, then take a shot withthe flash. (For details, see yourcamera’s instruction manual).
 1. Set the camera’s flash sync mode.
 • Set the camera’s flash sync mode to Front-Curtain Sync for normal flash shooting.
 • If your camera is not provided with flash syncmode option, normal sync mode (Front-Curtain Sync) is automatically selected.
 5
 Basi
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 TTL auto flash shooting distance range in meter (for feet indication, see page 69)Usable film speeds (sensitivity), usable apertures and flash shooting distanceranges in the TTL/D-TTL auto flash mode are as follows:(14mm zoom-head position: with the wide-flash adapter)For example, if you select f/8 with an ISO 400 film at 35mm zoom-headposition, flash shooting distance range would be 0.6m to 5.5m.
 2. Compose picture, focus and confirmthe ready-light comes on, then shootwith the flash.• When the SB-50DX is fully charged and
 ready to fire, camera’s ready-light lights upin the viewfinder as the ready-light on theSB-50DX turns on.
 Selecting the camera’s flash sync modeIn addition to Front-Curtain Sync (normal sync), Slow Sync, Rear-Curtain Sync,Red-Eye Reduction, etc. can be selected. Available flash sync mode dependson the camera in use. (For details, see your camera’s instruction manual).
 • If the ready-light blinks after flashshooting• In TTL/D-TTL auto flash mode, the ready-light
 on the SB-50DX and/or the camera’sviewfinder ready-light fi blink for approx. 3sec. after shooting when the flash has fired atits maximum output and underexposure mayhave occurred. To compensate, use a wideraperture (smaller f-number) in Aperture-PriorityAuto or Manual exposure mode or movecloser to the subject and shoot again.
 ISO film speed (sensitivity) Zoom-head position25 50 100 200 400 800 1600 14mm 24mm 28mm 35mm 50mm— — 1.4 2 2.8 4 5.6 0.8-8.4 1.2-12 1.3-14 1.4-15 1.7-18— 1.4 2 2.8 4 5.6 8 0.6-6.0 0.8-9.0 0.9-10 1.0-11 1.2-131.4 2 2.8 4 5.6 8 11 0.6-4.2 0.6-6.3 0.7-7.0 0.7-7.7 0.9-9.12 2.8 4 5.6 8 11 16 0.6-3.0 0.6-4.5 0.6-5.0 0.6-5.5 0.6-6.5
 2.8 4 5.6 8 11 16 22 0.6-2.1 0.6-3.1 0.6-3.5 0.6-3.8 0.6-4.64 5.6 8 11 16 22 32 0.6-1.5 0.6-2.2 0.6-2.5 0.6-2.7 0.6-3.2
 5.6 8 11 16 22 32 45 0.6-1.0 0.6-1.5 0.6-1.7 0.6-1.9 0.6-2.38 11 16 22 32 45 — 0.6-0.7 0.6-1.1 0.6-1.2 0.6-1.3 0.6-1.611 16 22 32 45 — — 0.6 0.6-0.8 0.6-0.8 0.6-0.9 0.6-1.116 22 32 45 — — — — — 0.6 0.6-0.7 0.6-0.8
 Ap
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 Rear-Curtain Sync not possible with F90-series/N90Although the Rear-Curtain Sync can be set on the F90-series/N90 camera,Rear-Curtain Sync will not be performed with the combination of this cameraand SB-50DX.
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DETAILED OPERATIONThis chapter features a detailed description of the
 SB-50DX functions.
 2322
 Close-up photography (p. 43)
 E x a m p l e P h o t o s
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2524
 The Nikon SB-50DX provides three flash modes: TTL auto flash for silverchloride film cameras, D-TTL auto flash for Nikon Digital SLR camerasand Manual flash.
 Flash Modes and Types of TTL/D-TTL Auto Flash
 TTL auto flash (film camera)
 Flash mode
 D-TTL auto flash (Digital SLR)
 HK : 3D Multi-Sensor BalancedFill-Flash
 HK : Multi-Sensor Balanced Fill-Flash
 HJ : Matrix Balanced Fill-Flash
 HJ : Center-Weighted/Spot Fill-Flash
 H : Standard TTL Flash
 DHK : 3D Multi-Sensor BalancedFill-Flash for Digital SLR
 DHK : Multi-Sensor Balanced Fill-Flash for Digital SLR
 DHJ : Center-Weighted Fill-Flashfor Digital SLR
 DH : Standard TTL Flash forDigital SLR
 D : Manual flash
 *1 Monitor Pre-flashes are fired (p. 27).*2 The 3D Multi-Sensor Balanced Fill-Flash and Multi-Sensor Balanced Fill-Flash
 together comprise Automatic Balanced Fill-Flash with TTL Multi-Sensor (AutomaticBalanced Fill-Flash with TTL Multi-Sensor for Digital SLR in D-TTL auto flash).
 *3 TTL auto flash mode for Nikon Digital SLR is called D-TTL auto flash mode.
 Shooting in Exposure Mode Other Than Programmed Auto/Auto-Multi ProgramUsable exposure modes and operations vary depending on the camerabeing used. (See your camera’s instruction manual.) See step 4 on page18 for shooting in Programmed Auto/Auto-Multi Program exposure mode.
 • In Shutter-Priority Auto exposure (S) modeBy selecting a slower shutter speed, background exposure can also be takeninto account. • Camera selects the correct aperture. Note that the automatically controlled
 aperture should provide appropriate shooting distance range (p. 21) for yoursubject.
 • If you set a shutter speed faster than the flash sync speed, the cameraautomatically shifts to its fastest flash sync speed when the SB-50DX is turnedon.
 • In Aperture-Priority Auto exposure (A) modeBy selecting aperture, you can control depth of field and flash shooting distancerange.• Camera selects the correct shutter speed. The range of automatically
 controlled shutter speeds varies depending on the camera being used. Fordetails, see your camera’s instruction manual.
 • Aperture-Priority Auto exposure mode can be used for Manual flash mode (p. 31) where the appropriate aperture should be determined by the guidenumber (p. 33).
 • To determine the aperture, refer to the guide number (p. 33) and the TTL autoflash shooting distance range table (p. 21).
 • In Manual exposure (M) modeBy selecting shutter speed and aperture, you can control background exposure,depth of field and flash shooting distance range. • If you set a shutter speed faster than the flash sync speed, the camera
 automatically shifts to its fastest flash sync speed when the SB-50DX is turnedon (except for FM3A).
 • Manual exposure mode can be used for Manual flash mode (p. 31) whereappropriate aperture should be determined by the guide number (p. 33).
 • To determine the aperture, refer to the guide number (p. 33) and the TTL autoflash shooting distance range table (p. 21).
 • Select Manual exposure mode to perform double flash operation using thebuilt-in Speedlight (p. 42, 54) of the F70-series/N70.
 • Select Manual exposure mode to perform wireless multiple flash operationusing the built-in Speedlight (p. 48) of the F80-series/N80-series or F70-series/N70.
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 *1, 2
 *1, 2
 *1, 2
 *1, 2
 *1
 *1
 *3
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 Flash Modes and Types of TTL/D-TTL Auto Flash—continued
 Available types of TTL auto flash vary depending on the camera/lens/exposure mode/metering system combination being used. (For details,see the table on p. 28-29 and your camera’s instruction manual.)
 • 3D Multi-Sensor Balanced Fill-Flash (with cameras of Group I only) HK
 • Information obtained by the Monitor Pre-flashes, exposure control informationand Distance Information from a G- or D-type lens is integrated toautomatically compensate the flash output level for well-balanced exposure onthe main subject and the background.
 • You can take well-balanced pictures in very difficult situations, such as a scenethat includes an object with extremely high reflectivity or a subject against an"infinite" background (empty sky, clouds, etc.).
 • Multi-Sensor Balanced Fill-Flash (with cameras of Group I only) HK
 • Multi-Sensor Balanced Fill-Flash, without the Distance Information of the 3DMulti-Sensor Balanced Fill-Flash, can be performed with a combination of thecameras of Group I and CPU Nikkor lenses other than G/D-type.
 • Matrix Balanced Fill-Flash HJ/H• Exposure control information obtained by the camera’s Matrix meter is used to
 automatically compensate the flash output level for well-balanced exposure onthe main subject and the background.
 • Center-Weighted Fill-Flash/Spot Fill-Flash HJ/H• Exposure control information with Center-Weighted Metering or Spot Metering
 is used to properly compensate the flash output for a natural fill-flash effect.• The exposure balance on the subject and the background may be rather rough
 when compared to results obtained with the Matrix Balanced Fill-Flash.
 • Standard TTL Flash H
 • The main subject is correctly exposed.• Useful when you want to highlight the main subject.
 Exposure balance on the main subject and the backgroundThe level of exposure balance on the main subject and the background variesas the type of TTL auto flash changes. The most well-balanced TTL auto flash is3D Multi-Sensor Balanced Fill-Flash, the balance control decreases from Multi-Sensor Balanced Fill-Flash, Matrix Balanced Fill-Flash, Center-Weighted/SpotFill-Flash, down to Standard TTL Flash, in that order. (With D-TTL auto flash, itdecreases from 3D Multi-Sensor Balanced Fill-Flash for Digital SLR, Multi-Sensor Balanced Fill-Flash for Digital SLR, Center-Weighted Fill-Flash for DigitalSLR, down to Standard TTL Flash for Digital SLR, in that order.) Take the level ofexposure balance on the main subject and the background into account whenchoosing the camera/lens/exposure mode/metering system combination.
 When the SB-50DX is used in TTL auto flash mode with Nikon digital SLRcameras, D-TTL auto flash mode is automatically activated and Monitor Pre-flashes become available. Available types of D-TTL auto flash varydepending on the lens/metering system combination being used. (Fordetails, see the table on p. 28-29 and your camera’s instruction manual.)
 • 3D Multi-Sensor Balanced Fill-Flash for Digital SLR DHK
 • Information obtained by the Monitor Pre-flashes, exposure control informationand Distance Information from the G- or D-type lens are integrated toautomatically compensate the flash output level for well-balanced exposure onthe subject and the background.
 • You can take well-balanced pictures in very difficult situations, such as a scenethat includes an object with extremely high reflectivity or a subject against an"infinite" background (empty sky, clouds, etc.).
 • Multi-Sensor Balanced Fill-Flash for Digital SLR DHK
 • Multi-Sensor Balanced Fill-Flash, without the Distance Information of the 3DMulti-Sensor Balanced Fill-Flash for Digital SLR, can be performed with a CPUNikkor lens other than G/D-type.
 • Center-Weighted Fill-Flash for Digital SLR DHJ
 • Exposure control information with Center-Weighted Metering and informationobtained by the Monitor Pre-flashes is used to properly compensate the flashoutput for a natural fill-flash effect (with non-CPU lens).
 • Standard TTL Flash for Digital SLR DH
 • Exposure control information and information obtained by the Monitor Pre-flashes is used for correct exposure on the main subject.
 • Useful when you want to highlight the main subject.• With Spot Metering, Standard TTL Flash for Digital SLR is automatically activated.
 Monitor Pre-flashesMonitor Pre-flashes are available in Automatic Balanced Fill-Flash with TTL MultiSensor (of the TTL auto flash) and all the flash modes in D-TTL auto flash todetermine the condition of the subject.Just after you depress the shutter release button and before the shutter isactivated, the SB-50DX fires a series of imperceptible pre-flashes that aredetected by the camera’s TTL Multi Sensor, and analyzes it for brightness andcontrast. (Monitor Pre-flashes are fired instantaneously and cannot bedifferentiated from the main flash.)Monitor Pre-flashes are not fired when the flash head is tilted up, in Rear-Curtain Sync (p. 20) or Wireless Flash mode (p. 48) in Automatic Balanced Fill-Flash with TTL Multi Sensor.
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 Cameras Compatible with TTL/D-TTL Auto Flash Mode
 Group Camera TTL/D-TTL auto Lens Exposure Metering Notesflash mode CPU Non-CPU mode system (p. 30)
 F5 HK R P S A M q w 1F100 HJ R A M w 2
 H R P S A M q w e 3, 4H R A M w e 3, 4
 F90X/N90s HK R P S A M q w e 1, 5I F90-series/N90 HJ R A M w e 2
 F70-series/N70 H R P S A M q w e 3, 5H R A M w e 3
 F80-series/ HK R P S A M q w 1N80-series
 H R P S A M q w 3H R R M e 4, 6
 F4-series HJ R P S A M q 5HJ R A M q
 HJ R P S A M w 2, 5HJ R A M w 2H R P S A M q w e 3, 4H R A M q w e 3, 4
 F65-series/ HJ R P S A q
 II N65-seriesH R P S A M q w 3, 7, 8
 F-801s/N8008s HJ R P S A M q 5F-801/N8008 HJ R P S A M w e 2, 5, 9
 HJ R A M w e 2, 9H R P S A M q w e 3, 5, 9H R A M w e 3, 9
 PRONEA 600i/ HJ R P S A qPRONEA 6i
 H R P S A M q w e 3, 8H R M w e 8
 F-601/N6006 HJ R P S A M q 10, 11F-601M/N6000 HJ R P S A M w e 2, 9, 10, 11
 III HJ R A M w e 2, 9, 10H R P S A M q w e 3, 7, 9, 11, 12H R A M w e 3, 6, 7, 9, 12
 F60-series/N60 HJ R P S A q 10IV F50-series/N50
 F-401x/N5005 HJ R R M w 2, 7, 10
 Group Camera TTL/D-TTL auto Lens Exposure Metering Notesflash mode CPU Non-CPU mode system (p. 30)
 F-501/N2020F-301/N2000
 H R R P A M w 13, 14
 V F-401s/N4004s H R P S A q 13F-401/N4004 H R R M w 7FA H R R P A M q w 14FG H R R P A M w 14F3-series
 VI (with AS-17)FM3A
 H R R A M w 14
 FE2Nikonos V H R A M w 15D1X DHK R P S A M q w 16, 17
 Digital D1H DHJ R A M w 16SLR D1 DH R P S A M q w e 16, 18
 D100 DH R A M w e 16, 18
 • TTL/D-TTL auto flash modeHK: Automatic Balanced Fill-Flash with TTL Multi SensorHJ: Matrix Balanced Fill-Flash/Center-Weighted Fill-Flash/Spot Fill-FlashH: Standard TTL FlashDHK: Automatic Balanced Fill-Flash with TTL Multi Sensor for Digital SLRDHJ: Center-Weighted Fill-Flash for Digital SLRDH: Standard TTL Flash for Digital SLR
 • Exposure modeP: Programmed Auto/Auto-Multi ProgramS: Shutter-Priority AutoA: Aperture-Priority AutoM: Manual
 • Metering systemq: Matrixw: Center-Weightede: Spot
 Digital Data CommunicationWith groups I, II and Digital SLR cameras (in shaded area •), the SB-50DXperforms Digital Data Communication (p. 16).
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 Cameras Compatible with TTL/D-TTL Auto Flash Mode—continued Manual FlashNotes
 1: 3D Multi-Sensor Balanced Fill-Flash is activated with G- and D-type lenses.2: Center-Weighted/Spot Fill-Flash is activated.3: When Standard TTL Flash is selected.4: Standard TTL Flash is automatically set when the metering system is set to
 Spot.5: Aperture-Priority Auto and Manual exposure mode cannot be selected with a
 G-type Nikkor lens.6: Standard TTL Flash is automatically set with a non-CPU lens.7: Center-Weighted Metering is automatically set when the exposure mode is set
 to Manual.8: Standard TTL Flash is automatically set when the exposure mode is set to
 Manual.9: Spot Metering is not available with the F-801/N8008 and F-601M/N6000.
 10: Only H appears in the SB-50DX’s LCD panel but Matrix Balanced Fill-Flash isselected. (J appears in the camera’s LCD panel with the F-601/N6006 and F-601M/N6000.)
 11: G-type lenses cannot be used with the F-601/N6006. G-type lenses can beused with the F-601M/N6000; however, Aperture-Priority Auto and Manualexposure modes cannot be used.
 12: Cancel Automatic Balanced Fill-Flash on the camera body to perform StandardTTL Flash (J disappears in the camera’s LCD panel).
 13: Programmed TTL Flash is selected with exposure mode set to ProgrammedAuto or Shutter-Priority Auto.
 14: G-type Nikkor lenses cannot be used.15: Use optional V-type sync cord.16: D-TTL auto flash mode is selected.17: 3D Multi-Sensor Balanced Fill-Flash for Digital SLR is selected with G- and D-
 type Nikkor lenses.18: When Standard TTL Flash for Digital SLR is activated. (Standard TTL Flash for
 Digital SLR is automatically selected when the metering system is set to Spot.)
 In Manual flash mode, the SB-50DX always fires at its maximum output.Manual flash can be performed in any camera, lens and metering systemcombination. By selecting the aperture, you can control the exposure andflash shooting distance. Flash shooting distance is determined by theguide number and aperture.
 • Manual flash operation1. Set the camera’s exposure mode to Aperture Priority Auto (A) or Manual
 (M). (See camera’s instruction manual.)2. Press the SB-50DX’s MODE button until the "M" for Manual flash appears
 in the LCD panel.
 3. Set the camera’s flash sync mode (See camera’s instruction manual).• Set the flash sync mode to Front-Curtain Sync with normal flash shooting.• The flash sync mode is automatically set to Front-Curtain Sync with a
 camera without flash sync mode selection.4. Determine aperture by referring to the guide number and (p. 33) flash
 shooting distance and set the aperture.• In Manual flash mode, the SB-50DX always fires at its maximum output and
 the amount of flash output cannot be adjusted. Control exposure bychanging aperture.
 • Some zoom lenses have variable aperture (lens’ brightness) with zooming(variable focal length). (see p. 32).
 5. Compose, focus, confirm that the ready-light lights up, then shoot.
 Camera’s exposure mode in Manual flash modeThe aperture must be manually selected in Manual flash mode. In exposuremodes other than Aperture-Priority Auto and Manual, the shutter in somecameras may not be released. (For details, see your camera’s instructionmanual.)
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 Reading Variable Aperture of Zoom Lenses Guide NumberSome zoom lenses have variable aperture (lens’ brightness) with zooming(variable focal length). (For details, see the lens’ instruction manual.) Forexample, a lens such as the AF Zoom-Nikkor 28-105mm f/3.5-4.5D hastwo maximum aperture values. Follow the instructions below to determineaperture with such lens.
 • Reading aperture in the camera’s LCD panel and/or inside theviewfinder• After zooming in/out for composing, set the aperture and confirm the aperture
 value in the camera’s LCD panel and/or inside the viewfinder. Thecompensated aperture value is displayed. Aperture value displayed in theaperture-direct-readout scale through the camera’s viewfinder (of the Nikon F5or other cameras that are compatible with aperture-direct-readout scale), isfixed and not compensated as "Reading aperture with the scale on the lens"below.
 • Reading aperture with the scale on the lens• After zooming in/out for composing, read
 aperture with the aperture scale on the lens. Forthe shortest focal length setting, read theaperture value at the green index (or line index);for the longest focal length setting, read thevalue at the yellow index (or dot index). Forintermediate focal length settings, read theaperture value between the two indexes.
 • Aperture ring and aperture scale are notprovided with the G-type Nikkor lens and theaperture cannot be read with the scale on thelens.
 • Reading aperture of the CPU lens with the Nikon F-401x/N5005, F-401s/N4004s, or F-401/N4004 camera• Set the camera’s exposure mode to Aperture-Priority Auto (A) or Manual (M)
 and read the aperture value with the camera’s dial. Although the aperturevaries during zooming, the camera automatically compensates the lens valuefor correct exposure. Setting the aperture dial to a smaller value than the lens’smallest f-number (maximum aperture) or to a larger value than the lens’largest f-number (minimum aperture) sets the lens aperture to the lens’maximum or minimum aperture.
 • In Programmed Auto/Auto-Multi Program (P) or Shutter-Priority Auto (S)exposure mode, the aperture value set on the lens cannot be confirmed. Inaddition, the shutter cannot be released in Manual flash operation (p. 31).
 The guide number indicates the power of the flash. It varies according toISO film speed (sensitivity) and zoom-head position.
 • Equations including guide number• The table below shows the guide numbers for the SB-50DX with ISO 100 sensitivity:
 (14mm zoom-head position: with the wide-flash adapter, p. 17).
 Zoom-head position 14mm 24mm 28mm 35mm 50mmGuide number (m/ft.) 12/39 18/59 20/66 22/72 26/85
 • Use the following equation to determine the correct aperture:
 f/stop = guide numberflash-to-subject distance
 Or, use the following equation to determine the flash-to-subject distance:
 flash-to-subject distance = guide numberf/stop
 • For sensitivity other than ISO 100, multiply the guide number at ISO 100 by thefactors shown in the table below:
 ISO film speed 25 50 200 400 800 1600Factor X0.5 X0.71 X1.4 X2 X2.8 X4
 • For close-up flash photography, see p. 43.
 • Guide number in 1/300 TTL High-Speed Sync (with the F5 camera) • The table below shows the guide numbers for the SB-50DX with ISO 100 sensitivity:
 (14mm zoom-head position: with the wide-flash adapter.)
 Zoom-head position 14mm 24mm 28mm 35mm 50mmGuide number (m/ft.) 9.5/31 10/33 11/35 12/38 14/44
 • Combined guide number• Calculating the combined guide number of two or more Speedlight units may
 be necessary when performing double-flash operation (p. 54) or illuminating adistant subject (p. 62). The combined guide number is calculated using thefollowing equations. The guide number varies according to ISO film speed(sensitivity) and zoom-head position. For guide number information of thecamera’s built-in Speedlight or Accessory Speedlight other than the SB-50DX,see your camera’s instruction manual or Speedlight’s instruction manual.
 Combined guide number in double-flash operation (GN = guide number):
 Combined GN = (GN of the SB-50DX)2 + (GN of the camera’s built-in Speedlight)2
 Combined guide number in multiple flash operation (GN = guide number):
 Combined GN = (GN of Speedlight A)2 + (GN of Speedlight B)2 + (GN of Speedlight C)2 + ...
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 Exposure Compensation in Flash PhotographyExposure compensation lets you intentionally modify the correctexposure. Exposure can be controlled when a subject of high reflectivityis included in a picture, or when you want to create flash photographsthat are somewhat brighter or darker to match the subject or your creativepreferences. Some plus compensation may be necessary when thebackground includes a mirror, white wall or other highly reflective surface.Likewise, some minus compensation may be required when thebackground is dark or includes subjects of low reflectivity. You can compensate exposure on both the foreground subject andbackground, or compensate exposure on only the subject.
 • To compensate exposure on both subject and background in TTL/D-TTL auto flash mode• In TTL/D-TTL auto flash mode (p. 25), use the camera’s exposure
 compensation function (see your camera’s instruction manual).• The exposure compensation value set on the camera is not displayed in the
 SB-50DX LCD panel.• Exposure compensation beyond the usable ISO film speed (sensitivity) range
 for TTL/D-TTL auto flash (p. 21) cannot be performed. For example, making a+3 compensation with ISO 100 film (sensitivity) corresponds to ISO 12, whichis out of the usable ISO speed (sensitivity) range (ISO 25 to 1600). With ISO100 film (sensitivity), you can make plus compensation up to +2(corresponding to ISO 25).
 • To compensate exposure on both subject and background inManual flash mode• In Manual flash mode (p. 31), proper aperture (or standard aperture) for correct
 exposure can be determined by the equation using the guide number (p. 33).You can intentionally change the aperture to compensate exposure.
 • To make the subject brighter, use a wider aperture (smaller f-number); to make thesubject darker, use a narrower aperture (larger f-number).
 • To compensate exposure on only the foreground subject• In TTL/D-TTL auto flash mode, adjust the SB-50DX flash output level (flash
 output level compensation, p. 35).• Flash output level compensation is possible only when using cameras of
 Group I, II, III or Nikon digital SLR cameras (p. 28).
 Controlling background exposure in flash photographyBy setting Slow Sync (p. 20) or by selecting a slower shutter speed than flashsync speed in Shutter-Priority Auto or Manual exposure mode, you can bringout background details using all of the available light. Available flash syncmodes and exposure modes vary depending on the camera being used. (Seeyour camera’s instruction manual.)
 By adjusting flash output level, you can compensate exposure on a flash-illuminated subject while keeping the same background exposure. Flashoutput level compensation can be performed with cameras of Groups I, IIand III and Nikon digital SLR cameras.
 • Flash output level compensation can beperformed with cameras of Groups I, II and IIIand Nikon digital SLR cameras. With cameras ofGroup III, set flash output level compensation onthe camera. (For details, see your camera’sinstruction manual.)
 • In TTL/D-TTL auto flash mode, press the + or –button to adjust flash output level. The LCDpanel shows the compensated value with ~symbol.
 • You can adjust the flash output level from –3 to+3 EV in 1/3 steps (or in 1/6 steps with Nikondigital SLR cameras).
 • With a camera having the flash output levelcompensation function (i.e., F80-series/N80-series, F70-series/N70 or PRONEA 600i/PRONEA 6i), you can set flash output levelcompensation either on the camera or on theSB-50DX. (Compensation range and stepdepend on the camera. See your camera’sinstruction manual). Or, you can addcompensation values set on the camera to thevalue set on the SB-50DX (or vice versa). Notethat, in this case, the SB-50DX LCD panel showsthe compensation value set on the SB-50DXonly.
 • To cancel flash output level compensation, pressthe + or – button until the value indication shows"0" and ~ disappears in the LCD panel. (Turningthe SB-50DX off does not cancel the flash outputcompensation.)
 Flash Output Level Compensation
 (See photos on p. 38.)
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 Autofocus Flash Photography in Dim LightThe SB-50DX’s AF-Assist Illuminator enables you to perform autofocusflash photography in dim light.
 • AF-Assist Illuminator• The AF-Assist Illuminator automatically turns on
 when the camera’s shutter release button islightly pressed in dim light. After focus isachieved, the AF-Assist Illuminator turns off.
 • The AF-Assist Illuminator is not activated whenthe is shown in the LCD panel. Toactivate the AF-Assist Illuminator, press theMODE and – buttons at the same time until the
 disappears.• The AF-Assist Illuminator can be used with the
 Nikon AF camera when AF Nikkor lenses areused.
 • Usable focal length for the AF-Assist Illuminatoris approx. 24mm to 105mm (35mm to 105mmwith the F-501/N2020). Autofocus distancerange with the AF-Assist Illuminator is fromapprox. 1m (3.3 ft.) to approx. 5m (16 ft.).
 • For autofocus with the AF-Assist Illuminator, setthe camera’s focus mode to Single Servo AF(Autofocus with Focus-Priority), AF or A. (Seeyour camera’s instruction manual.)
 • The AF-Assist Illuminator does not turn on whenthe focus is locked or when the ready-light doesnot light up.
 • When using the SB-50DX, the camera’s AF-Assist Illuminator does not turn on but the AF-Assist Illuminator on the SB-50DX turns on.However with F60-series/N60 and SB-50DX’sflash mode set to manual, AF-Assist Illuminatorof the F60-series/N60 turns on. (See yourcamera’s instruction manual.)
 • With some cameras, AF-Assist Illuminator of theSB-50DX may not turn on when performingdouble flash shooting using the camera’s built-inSpeedlight (p. 42, 54).
 With cameras having selectable focus areasSet the camera’s AF area mode to Single Area AF and select the center focusarea, or set Dynamic AF Mode with Closest Subject Priority. (If center focus areais not selected in Single Area AF mode, the AF-Assist Illuminator does not turnon). For detailed information about AF area mode, see your camera’s instructionmanual.
 • Canceling AF-Assist Illuminator• To cancel the AF-Assist Illuminator, press the
 MODE and – buttons at the same time untilappears in the LCD panel.
 • With the AF-Assist Illuminator canceled,autofocusing may not be performed in dimlight.
 • To activate the AF-Assist Illuminator, press theMODE and – buttons once again so
 disappears. (Without this operation,the AF-Assist Illuminator remains canceledeven after the SB-50DX is turned off.)
 • With the F80-series/N80-series and F65-series/N65-series camera bodies, cancelingthe AF-Assist Illuminator on the SB-50DX doesnot cancel the AF-Assist Illuminator on camerabody. To cancel the AF-Assist Illuminator, alsocancel it on the camera body. (For details, seeyour camera’s instruction manual.)
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TECHNICAL OPERATIONThis chapter shows photographic techniques in
 flash shooting such as bounce flash and multipleflash.
 3938
 Flash output level compensation (p. 35)
 + compensation
 No compensation
 – compensation
 No compensation
 E x a m p l e P h o t o s
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 Bounce-Flash PhotographyWhen taking pictures of a person in front of a wall, a direct flash often causesharsh, unattractive shadows on the subject or background (photo below,right). By bouncing the light off the ceiling or walls, you can soften theshadows and produce more natural-looking portraits (left and center photos). In addition to the general single-flash bounce operation (center photo),the SB-50DX enables you to perform double-flash bounce operationwhen used with a camera having a built-in Speedlight (photo below, left).Double-flash bounce operation will provide a more natural-looking lightingeffect. If your camera has a built-in Speedlight, perform this double-flashbounce operation. In bounce-flash photography, high ISO sensitivity suchas ISO 400 is recommended.
 Bounce-flash (off the ceiling) withdouble flash
 Bounce-flash withsingle flash
 Direct flash (built-inSpeedlight)
 • Tilting the flash head• The flash head can be tilted up to 90° or down to –18°.
 HorizontalTilting angle Up to 90° position (0°) Down to –18°*1
 Click-stop positions*2 90°, 75° and 50° 0° –18°
 LCD panel indication
 Zoom-head position Fixed at 50mm*3 24 to 50mm 14mm (with wide-flash adapter*3, 4)
 Guide number(ISO 100, m/ft.) 26/85 (fixed) 18/59 to 26/85 12/39 (fixed*4)
 *1 Generally, the flash head is tilted down for close-up flash shooting (p. 43). Attachthe wide-flash adapter.
 *2 Flash head can be tilted up or down to the intermediate positions.*3 Power Zoom does not function (p. 16).*4 Zoom head position is fixed at 24mm and guide number 18/59 (m/ft.) without
 the wide-flash adapter.
 • Bounce-flash operation with single flash (example photos, p. 10)1. Attach the SB-50DX to the camera body and set the camera’s exposure
 mode to Aperture-Priority Auto (A) or Manual (M). (See your camera’sinstruction manual).
 2. Set the camera’s metering system to Matrix Metering or Center-WeightedMetering and flash sync mode to Front-Curtain Sync. (See your camera’sinstruction manual.)• Generally, set flash sync mode to Front-Curtain Sync.• If your camera does not have the flash sync mode option, Front-Curtain Sync is
 activated.3. Press the MODE button of the SB-50DX to set TTL/D-TTL auto flash (p. 18).4. Tilt the flash head.
 • For easiest bounce-flash operation, tilt theflash head up at least 50° to bounce light offthe ceiling. Make sure that the light from theflash head does not directly illuminate thesubject.
 • Good results are generally obtained when theflash head is positioned 1 to 2m away fromthe reflecting surface (ceiling, wall, etc.).
 5. Set the aperture.• With bounce flash, there is light loss when compared to normal flash operation,
 so use an aperture two to three stops wider (smaller f-number) than you wouldfor regular TTL auto flash operation.
 6. Compose, focus, confirm the ready-light comes on, then shoot.• If the ready-light on the SB-50DX and the
 camera’s viewfinder ready-light fi blink forapprox. 3 sec. after shooting (p. 21), the flashhas fired at its maximum output. This mayindicate underexposure has occurred. Tocompensate, use a wider aperture (smaller f-number) or reduce the bounce distance(distance between the flash head andreflecting surface and/or distance between the subject and reflecting surface).
 Note on reflecting surfaceIn color photography, select white or highly reflective surfaces to bounce lightoff of. Otherwise, your picture will come out with an unnatural color cast similarto that of the reflecting surface.
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 Bounce-Flash Photography—continued Close-Up Flash Photography• Bounce-flash operation with double flash (SB-50DX and camera’s
 built-in Speedlight) (example photos, p. 10)1. Attach the SB-50DX to the camera and attach the provided diffuser on the
 camera’s built-in Speedlight.• Strong light from the camera’s built-in Speedlight
 may adversely affect the bounce effect. Use theprovided diffuser to soften the light from thecamera’s built-in Speedlight for a more natural-looking lighting effect.
 • Lift up the diffuser, release the camera’s built-inSpeedlight (see your camera’s instruction manual),and then lower the diffuser gently in front of thecamera’s Speedlight as shown. With F65-series/N65-series set to AUTO mode or Vari-Program,the built-in Speedlight does not fire even when it isup.
 • The camera Speedlight detecting lever on the SB-50DX detects that the camera’s Speedlight isactivated and is displayed in the LCD panel.
 • To store the diffuser, reverse the steps describedabove.
 2. Perform bounce-flash operation in the same manner as with single flash (p. 41).• Set the SB-50DX to TTL auto flash mode (p. 18).
 Exposure mode with the Nikon F70-series/N70When performing double-flash operation using the built-in Speedlight of theF70-series/N70, cancel Monitor Pre-flashes (p. 27) by setting the camera’sexposure mode to Manual (M). (See F70-series/N70’s instruction manual fordetails.) With the F80-series/N80-series, Monitor Pre-flashes are automaticallycanceled.
 When using the Nikon F70-series/N70 or PRONEA 600i/PRONEA 6iWhen performing double-flash operation with the Nikon F70-series/N70 orPRONEA 600i/PRONEA 6i camera, the Power Zoom function (p. 16), standbyfunction linked to the camera’s exposure meter (p. 13), viewfinder ready-lightwarnings (p. 15, 20, 21) and AF-Assist Illuminator (p. 36) are not available.(ZOOM and mm in the SB-50DX’s LCD panel blink.) Set the zoom-headposition manually. Also, Rear-Curtain Sync cannot be performed (p. 20).
 With the wide-flash adapter attached to the SB-50DX, close-up flashshooting down to 0.3m (1.0 ft.) can be performed.
 • Close-up flash operation (example photos, p. 22)1. Attach the SB-50DX to the camera body and set the camera’s exposure
 mode to Aperture-Priority Auto (A) or Manual (M). (See your camera’sinstruction manual).
 2. Set the camera’s metering system to Matrix or Center-Weighted Meteringand flash sync mode to Front-Curtain Sync. (See your camera’s instructionmanual.)• Generally, set flash sync mode to Front-Curtain Sync.• If your camera does not have the flash sync mode option, Front-Curtain Sync is
 activated.3. Press the MODE button of the SB-50DX to set the flash mode for TTL/
 D-TTL auto flash (p. 18).4. Attach the wide-flash adapter in front of the flash head.
 • The wide-flash adapter diffuses light andsoftens the subject’s shadow. Always attachthe wide-flash adapter for close-up flashshooting.
 • Slide the wide-flash adapter straight out fromthe bottom of the flash head where it is stored,then attach it to the front of the flash head.
 • Zoom-head position is fixed at 14mm and thePower Zoom function becomes inactive.
 • To store the wide-flash adapter, detach it from the flash head, then slide it backinto its original position.
 43
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 Close-Up Flash Photography—continued
 5. Tilt the flash head down.• Tilt the flash head down to –18°.• is displayed in the LCD panel.• blinks if the wide-flash adapter is not attached.
 Attach the wide-flash adapter for close-up flashshooting.
 • The camera’s built-in Speedlight cannot be usedwhen flash head of the SB-50DX is tilted down.When the built-in Speedlight is activated, blinks. Press the camera’s Speedlight down toretract it.
 6. Set the aperture.• Refer to the table below and use the following equation to determine the
 aperture.
 ISO film speed 25 50 100 200 400 800
 Factor (m/ft.) 1.4/4.6 2/6.6 2/6.6 4/13 4/13 5.6/18
 f/stop ≥ factorflash-to-subject distance
 For example, with a subject 0.5m (1.6 ft.) away using ISO 100 film, thesuggested aperture is:
 f/stop ≥ 2 = 40.5
 Or,
 f/stop ≥ 6.6 = 41.6
 In this instance you should use at least f/4 or even smaller aperture (larger f-number), such as f/5.6 or f/8.
 7. Compose, focus, confirm the ready-light comes on, then shoot.• If the ready-light on the SB-50DX and the camera’s viewfinder ready-light fi blink
 for approx. 3 sec. after shooting, the flash hasfired at its maximum output. This may indicateunderexposure has occurred. To compensate,use a wider aperture (smaller f-number).
 • Vignetting due to lighting situation, lens in use,focal length, etc. may occur in close-up flashshooting. Test shooting is recommended.
 Usable lenses for close-up flash shootingWith a long-size lens, light may be obstructedby the lens barrel.
 45
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 Multiple Flash PhotographyPerform multiple flash shooting in the following situations:• To eliminate shadows cast by the subject (p. 59)• To emphasize the subject’s outline (p. 60)• To illuminate the subject mainly from the side (p. 61)• To illuminate a far subject (p. 62)
 The SB-50DX enables you to perform the following multiple flash shootings.• Wireless multiple flash shooting (p. 48)• Multiple flash shooting with the SB-50DX attached with the Infrared Filter SW-9IR
 used as an infrared remote commander (p. 53)• Double flash shooting using the SB-50DX with the camera’s built-in Speedlight
 (p. 54)• Multiple flash shooting using cords (p. 55)
 Single flash (built-in Speedlight)Multiple flash (eliminating shadowscast by the subject)
 Canceling Monitor Pre-flashes in multiple flash operationAutomatic Balanced Fill-Flash with TTL Multi Sensor (p. 25) in TTL auto flash (p. 26) and all the D-TTL auto flash modes (p. 27) cannot be used for a masterflash unit in multiple flash operation since Monitor pre-flashes (p. 27) causeincorrect exposure.When performing multiple flash operation, cancel Monitor pre-flashes of themaster flash unit (p. 48) following the methods described in the table below.
 Camera’s settings in multiple flash operation• Set the camera’s exposure mode to Aperture-Priority Auto or Manual, exposure
 metering system to Matrix or Center-Weighted and flash sync mode to Front-Curtain Sync in multiple flash operation. If your camera does not have the flashsync mode option, Front-Curtain Sync is automatically activated.
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 Master flash unit
 Automatic Balanced Fill-Flash with TTL Multi-Sensor (Group I camera,p. 28)
 All the D-TTL auto flashmodes (digital SLR)
 How to cancel
 Set the Wireless Flash mode(p. 48).
 Press the MODE button to setit to Standard TTL Flash (p. 26).
 Tilt the flash head up.
 Set exposure mode to Manual(Standard TTL Flash isperformed).
 Set Standard TTL Flash.
 Tilt the flash head up.
 Cannot be canceled.
 Cannot be canceled. (Set non-TTL auto flash instead of D-TTL auto flash; the Speedlightcan be used as a master flashunit in wireless multiple flashoperation.)
 SB-80DX, 50DX
 Built-in Speedlight(F80-series/N80-series, F70-series/N70)
 SB-28/28DX, 27,26, 25
 SB-50DX
 SB-80DX, 28DX
 Nikon COOLPIX-seriesWireless multiple flash operation is not possible using the built-in Speedlight ofthe Nikon COOLPIX-series digital cameras as a master flash unit.
 SB-50DX (E) 02.12.9 2:33 PM Page 46

Page 25
                        

4948
 4. Set the flash mode on the master flash unit to TTL auto (p. 18).• To use the camera’s built-in Speedlight as the master unit, release the built-in
 Speedlight. (See your camera’s instruction manual).• Auto wireless multiple flash operation is also possible with the master flash unit
 set to non-TTL auto. (See the Speedlight instruction manual for details.) With themaster flash unit set to non-TTL auto, the light sensor on the slave SB-50DX unitalso senses light received from the master flash unit to trigger the slave SB-50DXunit and control the flash duration. With non-TTL auto, you can perform autowireless multiple flash operation with Nikon digital SLRs or cameras that are notcompatible with TTL auto flash (Nikon FM2, FE10, FM10, etc.).
 Cancel Monitor pre-flashesWhen using a Group I camera (p. 28), cancel the Monitor pre-flashes of themaster flash unit (p. 47).
 5. Set the SB-50DX (used as a slave flash unit) to the Wireless Flash mode.• Press the SLAVE button for approx. one
 second to activate for Auto Slave Flashmode or for Manual Slave Flash modeindicated in the LCD panel. If the isshown, press the MODE button to set theAuto Slave Flash mode with indication.
 • When the Wireless Flash mode is activated,the flash mode indication (p. 18) disappearsfrom the LCD panel.
 • In the Wireless Flash mode, leaving the SB-50DX unused for more than approx. onehour activates the standby function (p. 13) andthe SB-50DX is automatically turned off.
 • To cancel the Wireless Flash mode, press theSLAVE button until the Wireless Flash modeindication disappears from the LCD panel. (Turning off the SB-50DX does notcancel the Wireless Flash mode.)
 Wireless Multiple Flash OperationYou can perform wireless multiple flash operation with the SB-50DX. Thelight sensor on the SB-50DX senses light received from the master flashunit (Speedlight, such as the SB-50DX attached on the camera orcamera’s built-in Speedlight) to trigger the SB-50DX and control the flashduration of the SB-50DX.
 • TTL auto wireless multiple flash operation 1. Attach the master flash unit to the camera.
 • Before attaching the Speedlight, turn off the Speedlight and camera.2. Position the SB-50DX as a slave flash unit.
 Slaveflash unit
 Subject
 Light frommasterflash unit
 • Set the SB-50DX at a position (normally closer tothe subject than the camera) where light from themaster flash unit can reach the light sensor on theSB-50DX.
 • Effective range of the SB-50DX’s light sensor in theTTL wireless multiple flash operation is approx. 7m(23 ft.).
 • There is no limit to the number of slave flash units(SB-80DX, SB-50DX, SB-30 units or otherSpeedlights with the SU-4 attached, p. 56) that canbe used together. However, if too much light fromother slave flash units enters the light sensor of theSpeedlight, correct operation may not be possible.So the practical number of Slave flash units usableis up to three.
 3. Turn on the camera and all the Speedlights.
 • To use the SB-50DX as a master flash unit with(silver chloride) film cameras, press the SLAVEbutton for approx. 1 sec. to set the Wireless Flashmode with indication in the LCD panel. Monitorpre-flashes (p. 27) will not be fired even if theAutomatic Balanced Fill-Flash with TTL Multi-Sensor (p. 25) is selected.
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 Canceling (preventing accidental) flash firingRaise the camera Speedlight detecting leverwith your finger to prevent accidental firing insync with other Speedlights. The SB-50DX willnot fire while the lever is in the "up" position.
 Wireless Multiple Flash Operation—continued
 Wireless Flash modePressing the SLAVE button on the SB-50DX forapprox. 1 sec. activates the Wireless Flashmode. When using the SB-50DX as a masterflash unit and attaching it to a camera body(other than Nikon digital SLR), appears inthe LCD panel and Monitor pre-flashes (p. 27)are canceled. Monitor pre-flashes will not befired even if the Automatic Balanced Fill-Flashwith TTL Multi-Sensor (p. 25) is selected.If the SB-50DX is detached as it is, indication is replaced by or and youcan use the SB-50DX as a slave flash unit.
 Do not leave the SB-50DX turned on in Wireless Flash modeWhen detached from a camera body, the SB-50DX may fire accidentally due tostatic electricity or electromagnetic noise if it is kept turned on in Wireless Flashmode. Make sure to turn the SB-50DX off when not in use.
 Canceling sound monitorTo cancel the sound monitor, press the ZOOMand + buttons simultaneously so appearsin the LCD panel. To reactivate the soundmonitor function, press the ZOOM and +buttons simultaneously again so disappears from the LCD panel and the soundmonitor beeps twice.
 6. Shoot following the same procedure as in normal TTL auto flash operation.• Flash operation can be confirmed with ready-light indication or beeping sound.
 Master flash unit Slave flash unit
 Ready-light Ready-light Sound monitor
 Lights up Lights up Beeps once
 Lights up or Lights up or does not come on does not come on Beeps twice
 (not blinking) (not blinking)
 Blinks Blinks Beeps for approx.three sec.
 Lights up or Beeps for approx.does not come on Blinks three sec.(not blinking)
 Speedlight condition
 Ready to fire
 Fired properly
 Both master and slave flash units havefired at full output and light may havebeen insufficient (or too much) forcorrect exposure. Change the distancebetween Speedlights and subject orselect another aperture and shoot again(p. 21).
 Slave SB-50DX has fired at full output.The light sensor on the slave SB-50DXunit could not detect when to stop firingin sync with the master flash unit. Thiswas because either the light sensorwindow was not directed at the masterflash unit or a strong reflection from theslave SB-50DX itself or light fromanother slave flash unit may haveentered the light sensor window. In thiscase, change the direction or position ofthe slave SB-50DX unit and/or otherslave flash unit(s), then shoot again.
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 Multiple Flash Operation Using the Infrared Remote CommanderWith the Infrared Filter SW-9IR, you can use the master SB-50DX unit asan infrared remote commander to perform wireless multiple flashoperation. With the SW-9IR attached, the master SB-50DX unit firesinfrared rays that do not expose normal film to trigger the slave SB-80DX,50DX, 30 unit or other slave flash unit (with the SU-4) to illuminate thesubject without master flash unit lighting.
 • Multiple flash operation using the infrared remote commander1. Attach the Infrared Filter SW-9IR to the
 SB-50DX flash head.• Attach the SW-9IR so that it fits into the
 grooves on the flash head. • To remove the SW-9IR, pull it out from the
 groove on one side.
 2. Attach the SB-50DX to the camera body for use as a master flash unit.• Before attaching the SB-50DX, turn off the SB-50DX and camera.• Do not use the camera’s built-in Speedlight.
 3. Shoot following the same procedure as in wireless multiple flash operationwithout infrared remote commander (p. 48).• Press the SLAVE button on the SB-50DX (master flash unit) for approx. 1 sec. to
 set the Speedlight to Wireless Flash mode (p. 48)• Use another SB-80DX, 50DX, 30 and/or other Speedlight with the SU-4 (p. 56)
 as slave flash unit(s).• With the SW-9IR attached to the master SB-50DX, the effective range of the light
 sensor on the slave flash unit is approx. 7m (23 ft.) in the Auto Slave Flash mode(p. 49) or approx. 40m (131 ft.) in the Manual Slave Flash mode (p. 52).
 Carrying the Infrared Filter SW-9IRWhen not used, the SW-9IR can be placed ontop of the flash head. Fit the SW-9IR into thegrooves on the flash head.
 Wireless Multiple Flash Operation—continued
 • Manual wireless multiple flash operation with the SB-50DX set atManual Slave Flash modeTo fire the slave SB-50DX unit placed distant from the master flash unit (orwhere the light of the master flash does not reach) without cords, set theslave SB-50DX unit to Manual Slave Flash mode. Slave SB-50DX unit detectsthe light from other flash unit(s) such as a master flash unit and fires at fulloutput.
 • Press the SLAVE button for approx. one second toactivate for Auto Slave Flash mode or forManual Slave Flash mode indicated in the LCDpanel. If the is shown, press the MODE to setthe Manual Slave Flash mode with indication.
 • Aperture is determined by the guide number (p. 33)and flash shooting distance. You can controlexposure by varying flash-to-subject distance. (Testshooting is recommended.)
 • Effective range of the SB-50DX’s light sensor in theManual Slave Flash mode is approx. 40m (131 ft.).In the Manual Slave Flash mode, the light sensor onthe slave SB-50DX becomes very sensitive; manualwireless multiple flash shooting may be performedeven if the light sensor is not facing the masterflash unit.
 • Set flash mode on the master flash unit to TTL autoflash mode without Monitor pre-flash (p. 27) (See“Canceling Monitor pre-flashes”, p. 47), non-TTLauto or Manual (p. 31). (Usable flash mode dependson camera/Speedlight combination. See instructionmanual of your camera and Speedlight).
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 Double-Flash OperationBy attaching the SB-50DX to a camera that has a built-in Speedlight, youcan easily perform double-flash operation.
 • Double-flash operation with built-in Speedlight (with the SB-50DXin horizontal position)1. Attach the SB-50DX to the camera body and release the camera’s built-in
 Speedlight.• Set the flash head in the horizontal position.• Release the camera’s built-in Speedlight. (See your
 camera’s instruction manual).• The camera Speedlight detecting lever detects that
 the camera’s built-in Speedlight is activated. TheLCD panel shows indicating the horizontalposition of the SB-50DX flash head and indicating the built-in Speedlight.
 2. Set the zoom-head position (p. 16) on the SB-50DX. (For the angle ofcoverage of the camera’s built-in Speedlight, see your camera’s instructionmanual).
 Angle ofcoverage ofthe built-inSpeedlight
 Angle of coverageof the SB-50DX
 • The usable focal length of the lens should bedetermined by the angle coverage of the camera’sbuilt-in Speedlight. With a zoom lens, select thezoom position so that it is within the angle ofcoverage of the built-in Speedlight.
 • With a CPU lens and cameras of Group I, II orNikon Digital SLR, the zoom-head position isautomatically adjusted by the Power Zoom function(p. 16). When the Power Zoom is not activated withcamera/lens combination in use, manually set thezoom-head position (p. 17) so that it corresponds tothe angle of coverage of the lens’ focal length.
 3. Shoot following the same procedure as in normal TTL auto flash operation(p. 20).• Set the flash mode on the SB-50DX to TTL auto (p. 18).• For the combined guide number in double-flash operation, see p. 33.• With F65-series/N65-series set to AUTO mode or Vari-Program, built-in
 Speedlight does not fire even when it is up.• For available exposure mode in double-flash operation with the F70-series/N70,
 see "Exposure mode with the Nikon F70-series/N70" on p. 42.• In double-flash operation with the Nikon F70-series/N70 or PRONEA 600i/
 PRONEA 6i camera, see "When using the Nikon F70-series/N70 or PRONEA600i/PRONEA 6i" on p. 42.
 Multiple Flash Operation Using CordsFor detailed information about function, operation, connection, etc., seethe instruction manual for your camera and Speedlight.
 • TTL multiple flash operation using cords1. Turn off all the Speedlights and connect the
 TTL multiple flash terminals with theoptional TTL Multi-Flash Sync Cord SC-18/SC-19 (p. 56)• The SB-50DX does not come with a TTL
 multiple flash terminal. Use the optional TTLRemote Cord SC-17/SC-24 (p. 56) for TTLmultiple flash operation.
 Slaveflash unit
 Subject
 Using SB-50DX or SB-23 as a slave flash unitWhen using the SB-50DX or SB-23 as a slave flash unit in TTL multiple flashoperation using cords, the SB-50DX or SB-23 may turn off during operationsince the standby function of the Speedlight cannot be canceled. Use of theSB-50DX or SB-23 as a slave flash unit is not recommended.
 Notes on TTL multiple flash operation using cordsTake care that the combined total of the coefficients (numbers shown inparentheses below) for all Speedlights used at any one time does not exceed 20at 20°C (68°F) or 13 at 40°C (104°F). (One coefficient equals approx. 70 mA.)
 SB-80DX (1) SB-50DX (1) SB-30 (1) SB-29s (1) SB-29 (1)SB-28 (1) SB-28DX (1) SB-27 (1) SB-26 (1) SB-25 (1)SB-24 (1) SB-23 (4) SB-22 (6) SB-22s (6) SB-21 (4)SB-20 (9) SB-17 (4) SB-16 (4) SB-15 (4) SB-14 (1)SB-11 (1) SB-140 (1)
 In multiple flash operation, if the electronic current in the synchro circuitexceeds a certain level, you man not be able to take a second shot after takingthe first one. In this case, turn off each of the Speedlights once or turn themaster flash unit off and disconnect it from the camera. This resets the circuitsso that you can resume shooting.
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 Masterflash unit
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 EFFECTIVE SPEEDLIGHTPLACEMENT
 Properly adjusting the position and angle of theSpeedlights improves results in multiple flash
 photography.
 57
 To perform TTL multiple flash operation, use the following optionalaccessories.
 Wireless Slave Flash Controller SU-4
 Accessories for Multiple Flash Operation
 TTL Remote Cord SC-17 (approx. 1.5m/4.9 ft.)/SC-24 (approx. 1.5m/4.9 ft.)• Use the SC-17/SC-24 for off-camera TTL auto flash operation or TTL multiple
 flash operation with the SB-50DX. Two TTL multiple flash terminals and onetripod socket are provided. For F5 cameras with the DW-30/DW-31 finder or forF4 cameras with the DW-20/DW-21 finder, use the SC-24.
 TTL Multi-Flash Sync Cord SC-18 (approx. 1.5m/4.9 ft.)/SC-19 (approx.3m/9.8 ft.)• Use the SC-18 or SC-19 cord to connect the Speedlights via the TTL multiple
 flash terminal (on the AS-10, SC-17, etc.) for TTL multiple flash operation.
 TTL Multi-Flash Adapter AS-10• The TTL Multi-Flash Adapter AS-10 can be connected to perform TTL multiple
 flash operation using cords for slave flash Speedlight units that do not have TTLmultiple flash terminals. However, in TTL multiple flash operation using cords, useof the SB-50DX (or SB-23) as a slave flash unit is not recommended (p. 55). Thetripod socket of the AS-10 enables stable placement of the Speedlight unit on atripod or Bracket SK-7 in wireless multiple flash operation.
 • Three multiple flash terminals are provided on the AS-10.
 • The SK-7 is used to position the camera and SB-50DX horizontally for multiple flashoperation.
 • Use the TTL Multi-Flash Adapter AS-10 toattach the SB-50DX on the Bracket SK-7.
 • The SU-4 enables a Speedlight other than theSB-80DX, 50DX and 30 to be used as a slaveflash unit to perform wireless multiple flashoperation (p. 48).
 Bracket SK-7
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 • Eliminating shadows cast by the subjectTo eliminate unattractive shadows from the background when taking portraits,you can use one or more slave flash units to illuminate the background.
 • Set the slave flash unit to Manual flash mode(Manual Slave Flash mode with the SB-50DX, p. 52). Calculate and determine aperture byusing the guide number and distance from theslave flash unit to the background with theequation (p. 33). Use an aperture value obtainedwith the equation or 1/3 to one step smaller(larger f-number).You can also choose a higher flash outputsetting (by two to three steps) for the slave flashunit to overexpose the background andcompletely eliminate it.
 • When using a camera in Group I, II or III (p. 28),compensate flash output level to the + side(p. 35).
 Background (wall)
 Subject
 Single flash (built-inSpeedlight)
 Camera: F80D (Manual exposure mode,Front-Curtain Sync flash mode)
 Lens: AF Zoom-Nikkor 28-80mm f/3.3-5.6G
 Master flash unit (built-in Speedlight):Standard TTL Flash
 Slave flash unit (SB-50DX): Manual SlaveFlash mode
 Effective Speedlight Placement• Bounce-flash operation to produce more natural-looking pictures
 Bounce the light off the ceiling or walls to produce more natural-lookingportraits where the entire frame is properly exposed.
 • See "Bounce-Flash Photography" on p. 40 to 42.• For using the camera’s built-in Speedlight, see
 "Bounce-flash operation with double flash (SB-50DX and camera’s built-in Speedlight)" on p. 42.
 • If the light from the master flash unit is too strong,bounce-flash operation is not effective. In this case,use the diffuser (p. 42) or wide-flash adapter (p. 17)to reduce the brightness of the master flash unit.
 Single flash (built-inSpeedlight)
 Camera: F80D (Aperture-Priority Auto exposure mode,Front-Curtain Sync flash mode)
 Lens: AF Zoom-Nikkor 28-80mm f/3.3-5.6G
 Master flash unit (built-in Speedlight): Standard TTLFlash
 Slave flash unit (SB-50DX): Standard TTL Flash
 Reflective surface (ceiling)
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 • Illuminating a subject mainly from the sideBy using the infrared remote commander (p. 53), a subject can be illuminatedmainly from the side with Speedlights placed away from the camera.• Place the Speedlight(s) to achieve desired effect.
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 Master flash unitwithout SW-9IR
 Slaveflash unit
 Subject
 SB-50DX with SW-9IR filter
 Camera: F80D (Aperture-Priority Auto exposuremode, Front-Curtain Sync flash mode)
 Lens: AF Zoom-Nikkor 28-80mm f/3.3-5.6G
 Master flash unit (SB-50DX with SW-9IR filter):Wireless Flash mode (Automatic Balanced Fill-Flash with TTL Multi-Sensor)
 Slave flash unit (SB-50DX): Auto Slave Flash mode
 • Emphasizing the outline of the subjectWhen taking a portrait, you can backlight the subject by placing a Speedlightdirectly behind the subject to emphasize the outline of the subject.
 Effective Speedlight Placement—continued
 • Set the slave flash unit to Manual flash mode(Manual Slave Flash mode with the SB-50DX, p. 52)for rather high output level.
 • When using a camera in Group I, II or III (p. 28),compensate flash output level (p. 35) to the + side.
 Subject
 Single flash (built-inSpeedlight)
 Camera: F80D (Manual exposure mode, Front-CurtainSync flash mode)
 Lens: AF Zoom-Nikkor 28-80mm f/3.3-5.6G
 Master flash unit (built-in Speedlight): Standard TTLFlash
 Slave flash unit (SB-50DX): Manual Slave Flash mode
 Using more than two SpeedlightsThe brightness of flash illumination is inverselyproportional to the square of the distancebetween the flash unit and the subject. Forexample, if the distance between Speedlight Aand the subject is 1m (3.3 ft.), and Speedlight Bis 2m (6.6 ft.), the combined brightness of thetwo Speedlights will be:
 A : B = 12 : 22 = 1 : 4 (in meters)or 3.32 : 6.62 = 11 : 44 (in feet)]
 Therefore, the illumination provided bySpeedlight A is four times (or two steps)brighter than that provided by Speedlight B.
 Speedlight A
 Speedlight B
 1m(3.3 ft.) 2m
 (6.6 ft.)Subject
 SB-50DX with SW-9IR filter
 SB-50DX (E) 02.12.9 2:33 PM Page 60

Page 32
                        

62
 MISCELLANEOUS
 63
 • Illuminating a distant subjectWhen light from the master flash unit is not strong enough to illuminate asubject at a distance with a single flash unit (or the camera’s built-inSpeedlight), you can use several Speedlights in combination to producepictures with a properly illuminated subject.
 Effective Speedlight Placement—continued
 • Position the slave flash unit at the side of thecamera and master flash unit (as illustrated). Theoptional SK-7 bracket (p. 56) enables you to easilyset the slave flash unit to the side of the cameraand master flash unit.
 • For calculating the compound guide number, see"Guide number" on p. 33.
 Subject
 Single flash (built-inSpeedlight)
 Camera: F80D (Aperture-Priority Auto exposure mode,Front-Curtain Sync flash mode)
 Lens: AF Zoom-Nikkor 28-80mm f/3.3-5.6G
 Master flash unit (SB-28): Standard TTL FlashSlave flash unit (SB-50DX): Auto Slave Flash mode
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 Nikon cannot be held responsible for any malfunction resulting from the use ofthe camera other than as specified in this manual.
 •Use two CR123A or DL123A type lithium batteriesUse two fresh CR123A or DL123A type lithium batteries. Do not mix differenttypes of batteries.• Change the batteries well before the end of their life and prepare spare batteries
 before important photographic occasions.
 •Turn the SB-50DX’s power off when changing batteriesTurn the SB-50DX’s power off before changing batteries and insert the batterieswith ´ and ‰ ends positioned correctly.• Stains on the battery poles may cause lack of contact. Wipe the batteries well
 with a dry cloth before installing.
 •Use fresh batteries at low temperaturesBattery power diminishes at extremely low temperatures and the SB-50DX maynot function properly with old batteries. Use a fresh set of batteries at lowtemperatures, keep spare batteries warm, and use them alternately.• Flash recycling time slows down and number of firings per set of batteries
 becomes less at low temperatures. However, battery power usually recoverswhen the temperature returns to normal.
 •Do not throw batteries into a fire or short circuit batteriesDo not throw batteries into a fire. Do not short, disassemble, heat or chargebatteries.
 WARNING Do not leave
 Keep batteries out of children’sreach.If someone accidentally swallows batteries,call a doctor immediately.
 Notes on Batteries
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 •Cleaning SpeedlightUse a blower brush to remove dirt and dust from the SB-50DX and clean it with asoft, clean cloth. After using the SB-50DX near seawater, wipe the SB-50DX witha soft, clean cloth slightly moistened with pure water to remove salt, and then dryit with a dry cloth. NEVER use organic solvents like thinner or benzene. Theymay damage the SB-50DX.On rare occasions, the LCD may turn on or turn dark due to static electricity. Thisis not a malfunction. The display soon returns to normal.
 •Do not subject the SB-50DX to strong vibration or shockDo not drop the SB-50DX or hit it against a hard surface as this may damage itsprecision mechanism.
 •Avoid strong electric or magnetic fieldsThe SB-50DX may not function properly in strong electric or magnetic fields suchas near a transmitter tower. Avoid using the SB-50DX in such locations.
 •Store the SB-50DX in a cool, dry placeStore the SB-50DX in a cool, dry place to prevent mold and mildew.Keep it away from naphthalene or camphor (moth repellent), electrical appliancesthat generate magnetic fields or an excessively hot place such as inside a vehicleduring the summer or near a heater.
 •Avoid extreme temperature changeAn extreme temperature change can cause condensation inside the SB-50DX.When taking the SB-50DX to a very hot place from a very cold place or viceversa, place it inside an airtight container such as a plastic bag and leave it insidea while to expose the SB-50DX gradually to the temperature change.
 •Avoid water or moistureKeep the SB-50DX away from water or moisture. When using the SB-50DX nearwater, guard against splashes, especially salt water spray.
 •Remove the batteries and store the SB-50DX with a desiccantIf you do not intend to use the SB-50DX for a long time, remove the batteries toprotect the SB-50DX from battery leakage.• In a humid environment, store the SB-50DX inside a plastic bag with a
 desiccant to keep out dust, moisture and salt. Note, however, that storingleather cases in vinyl bags may cause the leather to deteriorate. Keep thebatteries in a cool, dry place away from heat or humidity.
 • Change the desiccant occasionally since it does not absorb moisture effectivelyafter a while.
 • Leaving the SB-50DX unused for a long period of time may cause mold to growand result in malfunction. To maintain the Speedlight in peak condition, fire it afew times every month. This will enable you to use the flash for many years.
 Speedlight Care
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 Camera
 Cameras ofGroup I andNikon digitalSLR cameras
 Cameras ofGroup II
 Cameras ofGroup V and VIexcept for F3-series with AS-17 and FM3A
 Cameras of GroupVI except for F3-series with AS-17,FE2 and FG
 FM3A and FM2
 Camerasincompatiblewith TTL/D-TTLauto flash
 Warning indication
 Ready-light blinks and: blinks in the LCDpanel.
 HJ does notappear in the LCDpanel.
 Camera’s viewfinderready-light blinks whenSB-50DX (in TTL autoflash mode) is attachedto camera and power isturned on.
 Ready-light on the SB-50DX lights up butcamera’s viewfinderready-light blinks.
 Ready-light on the SB-50DX lights up butcamera’s viewfinderready-light blinks.
 Ready-light on the SB-50DX lights up butcamera’s viewfinderready-light blinks.
 Cause
 The SB-50DX has firedat its maximum output.(This may indicateunderexposure hasoccurred.)
 Non-CPU lens isattached (except whenusing the F4-series).
 Matrix Balanced Fill-Flash/Center-WeightedFill-Flash is not set.
 Spot Metering is set(except when using theF-801s).
 ISO film speed of thefilm in use or filmspeed set on thecamera exceeds thehigh-sensitivity side ofthe usable film speedrange. (Same warningappears with the FAcamera when the lowerside is exceeded.)
 Shutter speed is set atM90, M250 or B in TTLauto flash mode.
 Shutter speed is set atfaster speed than thesync shutter speed.
 TTL auto flash is set onthe SB-50DX.
 Remedy
 Set wider aperture(smaller f-number) ormove closer to thesubject and shootagain.
 Attach CPU lens. Witha non-CPU lens, useflash mode other thanMatrix Balanced Fill-Flash/Center-WeightedFill-Flash.
 Set Matrix BalancedFill-Flash/Center-Weighted Fill-Flash.
 Set Matrix Metering orCenter-WeightedMetering.
 Use a film with ISOfilm speed within theusable film speedrange, set thecamera’s film speedwithin the range, orset Manual flashmode.
 Set shutter speed toanother setting.
 Set shutter speed toflash sync speed orslower.
 Set Manual flashmode.
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 TroubleshootingCamera
 All cameras
 Cameras otherthan FE10
 Cameras thatare compatiblewith TTL/D-TTL auto flash
 Cameras withbuilt-inSpeedlight
 Cameras ofGroup I andNikon digitalSLR cameras
 Warning indication
 Ready-light does notcome on.
 The SB-50DX isautomatically turnedoff.
 In close-up flashshooting, the wide-flash adapter indicationblinks in the LCD panel.
 Only the camera’s (notSB-50DX’s) viewfinderready-light is blinkingwhen the shutterrelease button is lightlypressed.
 The ready-light blinksfor approx. 3 sec. afterTTL/D-TTL auto flashshooting.
 In close-up flashshooting, the camerabuilt-in Speedlightindication blinks in theLCD panel.
 HK (or DHK fordigital cameras) doesnot appear in the LCDpanel.
 Cause
 Batteries are notcorrectly installed.
 Batteries areexhausted.
 Wide-flash adapter isnot attached orimproperly attached.
 The SB-50DX (in TTL/D-TTL auto flash mode) isnot properly attached.
 The SB-50DX has firedat its maximum output.(This may indicateunderexposure hasoccurred.)
 Camera’s built-inSpeedlight is released.
 Non-CPU lens isattached.
 Automatic BalancedFill-Flash with TTLMulti-Sensor is not set.
 Spot Metering is set oncamera (except whenusing the F90X/N90s,F90-series/N90 andF70-series/N70).
 Remedy
 Install batteriescorrectly.
 Replace batteries withnew ones.
 Attach the wide-flashadapter correctly.
 Attach SB-50DXproperly.
 Set wider aperture(smaller f-number) ormove closer to thesubject and shootagain.
 Press the built-inSpeedlight down toretract it.
 Attach CPU lens. Witha non-CPU lens, useflash mode other thanAutomatic BalancedFill-Flash with TTLMulti-Sensor.
 Set AutomaticBalanced Fill-Flashwith TTL Multi-Sensor.
 Set Matrix Metering orCenter-WeightedMetering.
 Page
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 • Microcomputer of the SB-50DXThe SB-50DX is electronically controlled by a microcomputer. In certain cases,the microcomputer may not correctly control the SB-50DX even with fresh,properly installed batteries. In the same way, incorrect indications may appear inthe LCD panel. In each of these cases, to resume operation, remove andreinstall the batteries with the SB-50DX turned on.
 • If -- blinks in place of zoom-head position indication
 Troubleshooting—continued
 • Zoom-head cannot be set.• Turn off the SB-50DX and camera, detach the
 SB-50DX from the camera and reattach it, thenturn both units on. If operation is not resumed,contact an authorized Nikon dealer or servicecenter.
 • Blinking ZOOM and mm indications in the LCD panel
 Usable film speeds, usable apertures and flash shooting distance ranges in theTTL auto flash mode are as follows:(14mm zoom-head position with the wide-flash adapter)For example, if you select f/8 with an ISO 400 film at 35mm zoom-headposition, flash shooting distance range would be 2.0-18 ft.
 ISO film speed Zoom-head position
 25 50 100 200 400 800 1600 14mm 24mm 28mm 35mm 50mm
 — — 1.4 2 2.8 4 5.6 2.6-29 3.9-39 4.2-46 4.6-49 5.6-59
 — 1.4 2 2.8 4 5.6 8 2.0-20 2.6-30 3.0-33 3.3-36 3.9-43
 1.4 2 2.8 4 5.6 8 11 2.0-14 2.0-21 2.3-23 2.3-25 3.0-30
 2 2.8 4 5.6 8 11 16 2.0-9.8 2.0-15 2.0-16 2.0-18 2.0-21
 2.8 4 5.6 8 11 16 22 2.0-6.9 2.0-10 2.0-12 2.0-13 2.0-15
 4 5.6 8 11 16 22 32 2.0-4.9 2.0-7.2 2.0-8.2 2.0-8.9 2.0-11
 5.6 8 11 16 22 32 45 2.0-3.3 2.0-4.9 2.0-5.6 2.0-6.2 2.0-7.5
 8 11 16 22 32 45 — 2.0-2.3 2.0-3.6 2.0-3.9 2.0-4.3 2.0-5.2
 11 16 22 32 45 — — 2.0 2.0-2.6 2.0-2.6 2.0-3.0 2.0-3.6
 16 22 32 45 — — — — — 2.0 2.0-2.3 2.0-2.6
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 TTL auto flash shooting distance range (ft.)
 • ZOOM and mm blink when performing double-flash operation with F70-series/N70 or PRONEA600i/PRONEA 6i cameras; however this doesnot indicate any malfunction. See “When usingthe Nikon F70-series/N70 or PRONEA600i/PRONEA 6i” on p. 42.
 • When performing double-flash operation withF80-series/N80-series cameras, Power Zoomfunction (p. 16) may not operate properly in rarecases. In this case ZOOM and mm blink in theSB-50DX’s LCD panel; turn the SB-50DX poweroff and then turn it on again.
 SB-50DX (E) 02.12.9 2:33 PM Page 68

Page 36
                        

7170
 Recycling time and Minimum recycling type: approx. 3.5 sec. with fresh batteries.number of flashes Number of flashes and recycling time: 260 times or more (Manual flash mode) with 3.5 to 30 sec. recycling time.
 (With AF-Assist Illuminator, Power Zoom function and LCDpanel illuminator not activated.)
 AF-Assist Automatically fires LED beam toward subject when performing Illuminator autofocus in dim light or in the dark with Nikon AF cameras.
 Ready-light Lights up when SB-50DX is charged and ready to fire.Blinks when flash fires at its maximum output, indicating lightmay have been insufficient (in TTL/D-TTL auto flash mode).
 FLASH button Pressing FLASH button performs test firing.• Pressing the button turns the SB-50DX on again after the unit
 has been automatically turned off by the standby function.
 Wide-flash adapter Allows the SB-50DX to be used with 14mm lenses.
 Diffuser Attach diffuser to the camera’s built-in Speedlight fordouble-flash (bounce) operation.
 Sound monitor The SB-50DX emits a single beep when it is charged andready-to fire in wireless multiple flash operation.The SB-50DX emits two beeps when it has fired properly inwireless multiple flash operation.The SB-50DX emits beeps for 3 sec. after it has fired atmaximum output or improperly fired in TTL wireless multipleflash operation in the Auto Slave Flash mode.
 Light sensor Senses light received from the master flash unit in wirelessmultiple flash operation.
 Infrared Filter SW-9IR Enables you to use the SB-50DX as an infrared remote commander.
 Lock lever Prevents the SB-50DX from accidentally slipping off the camera.
 LCD panel Turned on and off every time the SLAVE button is pressed; illuminator automatically turns off after approx. 16 sec. when the
 SB-50DX is not in use.
 Backside indications Light-condensing paint is applied to the characters andsymbols.
 Dimensions (W x H x D) Approx. 63 x 107 x 105 mm (2.5 x 4.2 x 4.1 in.)
 Weight (without batteries) Approx. 235g (8.3 oz.)
 Accessories supplied Soft Case SS-50, Infrared Filter SW-9IR Mis
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 Wireless Flash mode Effective rangeAuto Slave Flash Approx. 7m (23 ft.)Manual Slave Flash Approx. 40m (131 ft.)
 Electronic Automatic Insulated Gate Bipolar Transistor (IGBT) and construction series circuitry.
 Guide number(ISO 100, m/ft.)
 • See p. 33 for guide numbers in 1/300 TTL High-SpeedSync.
 Angle of coverage Variable in four steps, plus one-step with wide-flash adapter.
 Flash duration Approximately 1/1800 sec. at manual full output.
 Bounce capacity Flash head tilts up to 90° or down to –18° with click stops at90°, 75°, 50°, 0° and –18°.
 Power switch ON/OFF button is provided; pressing the ON/OFF button forapprox. 0.3 sec. turns the SB-50DX on or off. • When the SB-50DX is not used for approx. 40 sec., the
 standby function activates and the SB-50DX automaticallyturns off to conserve battery power.
 Flash exposure Pressing the MODE button changes flash mode/type of TTL/ control/type of D-TTL auto flash.TTL/D-TTL auto flash
 Power source Two CR123A or DL123A type 3V lithium batteries.
 Specifications
 Zoom-head position 14mm 24mm 28mm 35mm 50mmGuide number 12/39 18/59 20/66 22/72 26/85
 Zoom-head Angle of coverageposition Vertical Horizontal
 14mm (with wide- 14mm 87° 106°flash adapter)
 24mm 24mm 60° 78°28mm 28mm 53° 70°35mm 35mm 45° 60°50mm 50mm 34° 46°
 HK TTL auto flash Automatic Balanced Fill-Flash with TTL Multi-Sensor
 H J Matrix Balanced/Center-Weighted/Spot Fill-Flash
 H Standard TTL FlashDHK D-TTL Automatic Balanced Fill-Flash with
 auto flash TTL Multi-Sensor for Digital SLRDH J Center-Weighted Fill-Flash for
 Digital SLRDH Standard TTL Flash for Digital SLR
 D Manual flash
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 MManual exposure mode ......................24
 Manual flash mode..............................31
 Manual Slave Flash mode...................52
 Manual wireless multiple flash ............52
 Master flash unit..................................48
 Matrix Balanced Fill-Flash.............25, 26
 Matrix Metering .............................18, 29
 Monitor Pre-Flashes............................27
 Multiple flash photography .................46
 Multi-Sensor Balanced Fill-Flash ..25, 26
 Multi-Sensor Balanced Fill-Flash forDigital SLR.................................25, 27
 NNon-CPU Nikkor lens............................9
 PPower zoom ........................................16
 Programmed Auto/Auto-Multi Programexposure mode................................18
 RReady-light ..........................................21
 SShutter-Priority Auto exposure
 mode................................................24
 Slave flash unit ....................................48
 Spot Metering......................................29
 Standard TTL flash........................25, 26
 Standard TTL flash for Digital SLR............................................25, 27
 Standby mode.....................................13
 Sync shutter speed .............................18
 T3D Multi-Sensor Balanced
 Fill-Flash ....................................25, 26
 3D Multi-Sensor Balanced Fill-Flash forDigital SLR.................................25, 27
 TTL auto flash mode .....................25, 26
 WWireless multiple flash.........................48
 Wireless Flash mode...............47, 48, 51
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 1/300 TTL High-Speed Sync...............33
 AAF-Assist Illuminator ...........................36
 Angle of coverage ...............................16
 Aperture-Priority Auto exposure mode................................................24
 Automatic Balanced Fill-Flash with TTL Multi Sensor .....................25
 Auto Slave Flash mode .......................49
 Auto wireless multiple flash.................48
 BBounce flash photography..................40
 Bounce-flash operation with doubleflash .................................................42
 Bounce-flash operation with single flash .................................................41
 CCenter-Weighted Fill-Flash for Digital
 SLR............................................25, 27
 Center-Weighted/Spot Fill-Flash...25, 26
 Center-Weighted Metering ..................29
 Close-up flash photography ...............43
 Combined guide number ....................33
 CPU Nikkor lens....................................9
 DDigital data communication ................16
 Double flash ........................................54
 D-TTL auto flash mode .................25, 27
 D-type Nikkor lens ................................9
 EEquations including guide number .....33
 Exposure compensation .....................34
 Exposure meter ...................................13
 Exposure metering system .............................................29
 Exposure mode .............................18, 29
 FFlash output level compensation ........35
 Flash shooting distance range............21
 Flash mode..........................................25
 Flash sync mode .................................20
 GGuide number......................................33
 G-type Nikkor lens ................................9
 IInfrared remote commander ...............53
 LLCD illuminator......................................8
 Light condensing paint..........................6
 Index
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